Employment and Training Administration, Labor § 654.417

§ 654.417 Fire, safety, and first aid.

(a) All buildings in which people sleep or eat shall be constructed and maintained in accordance with applicable State or local fire and safety laws.

(b) In family housing and housing units for less than 10 persons, of one story construction, two means of escape shall be provided. One of the two required means of escape may be a readily accessible window with an openable space of not less than 24 × 24 inches.

(c) All sleeping quarters intended for use by 10 or more persons, central dining facilities, and common assembly rooms shall have at least two doors remotely separated so as to provide alternate means of escape to the outside or to an interior hall.

(d) Sleeping quarters and common assembly rooms on the second story shall have a stairway, and a permanent, fixed exterior ladder or a second stairway.

(e) Sleeping and common assembly rooms located above the second story shall comply with the State and local fire and building codes relative to multiple story dwellings.

(f) Fire extinguishing equipment shall be provided in a readily accessible place located not more than 100 feet from each housing unit. Such equipment shall provide protection equal to a 2½ gallon stored pressure or 5-gallon pump-type water extinguisher.

(g) First aid facilities shall be provided and readily accessible for use at

eat in a common facility, a room or building separate from the sleeping facilities shall be provided for cooking and eating. Such room or building shall be provided with:

1. Stoves or hot plates, with a minimum equivalent of two burners, in a ratio of 1 stove or hot plate to 10 persons, or 1 stove or hot plate to 2 families; and
2. Adequate food storage shelves and a counter for food preparation; and
3. Mechanical refrigeration for food at a temperature of not more than 45 °F.; and
4. Tables and chairs or equivalent seating adequate for the intended use of the facility; and
5. Adequate sinks with hot and cold water under pressure; and
6. Adequate lighting and ventilation; and
7. Floors shall be of nonabsorbent, easily cleaned materials.

(c) When central mess facilities are provided, the kitchen and mess hall shall be in proper proportion to the capacity of the housing and shall be separate from the sleeping quarters. The physical facilities, equipment and operation shall be in accordance with provisions of applicable State codes.

(d) Wall surface adjacent to all food preparation and cooking areas shall be of nonabsorbent, easily cleaned material. In addition, the wall surface adjacent to cooking areas shall be of fire-resistant material.

§ 654.414 Garbage and other refuse.

(a) Durable, fly-tight, clean containers in good condition of a minimum capacity of 20 gallons, shall be provided adjacent to each housing unit for the storage of garbage and other refuse. Such containers shall be provided in a minimum ratio of 1 per 15 persons.

(b) Provisions shall be made for collection of refuse at least twice a week, or more often if necessary. The disposal of refuse, which includes garbage, shall be in accordance with State and local law.

§ 654.415 Insect and rodent control.

Housing and facilities shall be free of insects, rodents, and other vermin.

§ 654.416 Sleeping facilities.

(a) Sleeping facilities shall be provided for each person. Such facilities shall consist of comfortable beds, cots, or bunks, provided with clean mattresses.

(b) Any bedding provided by the housing operator shall be clean and sanitary.

(c) Triple deck bunks shall not be provided.

(d) The clear space above the top of the lower mattress of a double deck bunk and the bottom of the upper bunk shall be a minimum of 27 inches. The distance from the top of the upper mattress to the ceiling shall be a minimum of 36 inches.

(e) Beds used for double occupancy may be provided only in family accommodations.

§ 654.417 Fire, safety, and first aid.

(a) All buildings in which people sleep or eat shall be constructed and maintained in accordance with applicable State or local fire and safety laws.

(b) In family housing and housing units for less than 10 persons, of one story construction, two means of escape shall be provided. One of the two required means of escape may be a readily accessible window with an openable space of not less than 24 × 24 inches.

(c) All sleeping quarters intended for use by 10 or more persons, central dining facilities, and common assembly rooms shall have at least two doors remotely separated so as to provide alternate means of escape to the outside or to an interior hall.

(d) Sleeping quarters and common assembly rooms on the second story shall have a stairway, and a permanent, fixed exterior ladder or a second stairway.

(e) Sleeping and common assembly rooms located above the second story shall comply with the State and local fire and building codes relative to multiple story dwellings.

(f) Fire extinguishing equipment shall be provided in a readily accessible place located not more than 100 feet from each housing unit. Such equipment shall provide protection equal to a 2½ gallon stored pressure or 5-gallon pump-type water extinguisher.

(g) First aid facilities shall be provided and readily accessible for use at