§ 500.101 Promulgation and adoption of vehicle standards.

(a) General. All transportation of migrant and seasonal agricultural workers, whether on the farm or on the road, shall be subject to the vehicle safety standards of the Act, except for activities under the circumstances set out in §500.103.

(b) Compliance required. Any violation of the standards promulgated by the Secretary in §500.104 or adopted by the Secretary in §500.105 shall be a violation of the Act and these regulations.

(c) Development of Department of Labor Standards. In developing the regulations in §500.104, the Secretary has considered among other factors: (1) The type of vehicle used, (2) the passenger capacity of the vehicle, (3) the distance which such workers will be carried in the vehicle, (4) the type of roads and highways on which such workers will be carried in the vehicle, and (5) the extent to which a proposed standard would cause an undue burden on agricultural employers, agricultural associations, or farm labor contractors.

(d) Adoption of Department of Transportation (DOT) Standards. In accordance with section 401(b)(2)(C) of the Act, the Secretary has adopted in §500.105 of these regulations, the DOT standards, without regard to the mileage and boundary limitations established in 49 U.S.C. 3102(c).

§ 500.102 Applicability of vehicle safety standards.

(a) Any passenger automobile or station wagon used or caused to be used by any farm labor contractor, agricultural employer or agricultural association to transport any migrant or seasonal agricultural worker shall meet the vehicle safety standards prescribed in §500.104.

(b) Any vehicle, other than a passenger automobile or station wagon, used or caused to be used by any farm labor contractor, agricultural employer or agricultural association to transport any migrant or seasonal agricultural worker pursuant to a day-haul operation shall be subject to the safety standards prescribed under §500.105.

(c) Any vehicle, other than a passenger automobile or station wagon, which has been or is being used or caused to be used for any trip of a distance greater than 75 miles by a farm labor contractor, agricultural employer or agricultural association to transport any migrant or seasonal agricultural worker, shall be subject to the safety standards prescribed under §500.105. One trip may have numerous intermediate stops.

(d) Any vehicle, other than a passenger automobile or station wagon, used or caused to be used by any farm labor contractor, agricultural employer or agricultural association to transport any migrant or seasonal agricultural worker in any manner not addressed by paragraphs (a), (b), or (c) of this section shall meet the vehicle safety standards prescribed in §500.104.

(e) The use or intended use of a vehicle, other than a passenger automobile or station wagon, for transportation of the type identified in §500.102(b) or §500.102(c) will make the vehicle subject to the standards prescribed under §500.105, so long as the vehicle is used for transportation subject to the Act and these regulations.

(f) Any pickup truck used only for transportation subject to §500.104 when transporting passengers only within the cab shall be treated as a station wagon.

(g) Pursuant to section 401(b)(2)(C) of the Act, standards prescribed by the Secretary shall be in addition to, and shall not supersede nor modify, any standards prescribed under part II of the Interstate Commerce Act and any successor provision of subtitle IV of
§ 500.104 Department of Labor standards for passenger automobiles and station wagons and transportation of seventy-five miles or less.

Any farm labor contractor, agricultural employer or agricultural association providing transportation in passenger automobiles and station wagons and other vehicles used only for transportation as provided in §500.102(a) and (d) shall comply with the following vehicle safety standards:

(a) External lights. Head lights, tail lights, stop lights, back-up lights, turn signals and hazard warning lights shall be operable.

(b) Brakes. Every vehicle shall be equipped with operable brakes for stopping and holding on an incline. Brake systems shall be free of leaks.

(c) Tires. Tires shall have at least 2/32 inch tread depth, and have no cracks/defects in the sidewall.

(d) Steering. The steering wheel and associated mechanism shall be maintained so as to safely and accurately turn the vehicles.

(e) Horn. Vehicles shall have an operable air or electric horn.

(f) Mirrors. Mirrors shall provide the driver full vision of the sides and to the rear of the vehicle.

(g) Windshields/windshield wipers. Windshields and windows may not have cracks or opaque obstructions which obscure vision. Vehicles shall be equipped with windshield wipers that are operational to allow the operator full frontal vision in all weather conditions.

(h) Fuel system. Fuel lines and the fuel tank shall be free of leaks. The tank shall be fitted with a cap to securely cover the filling opening.

(i) Exhaust system. The exhaust system shall discharge carbon monoxide away from the passenger compartment and be free of leaks beneath the passenger compartment.

(j) Ventilation. Windows will be operational to allow fresh air to the occupants of the vehicle.

(k) Safe loading. Vehicles will not be driven when loaded beyond the manufacturer’s gross vehicle weight rating.

(l) Seats. A seat securely fastened to the vehicle will be provided for each occupant or rider in, or on, any vehicle, except that transportation which is