APPENDIX A TO §1926.1127—SUBSTANCE SAFETY DATA SHEET

Note: The requirements applicable to construction work under this Appendix A are identical to those set forth in Appendix A to §1910.1027 of this chapter.

APPENDIX B TO §1926.1127—SUBSTANCE TECHNICAL GUIDELINES FOR CADMIUM

Note: The requirements applicable to construction work under this Appendix B are identical to those set forth in Appendix B to §1910.1027 of this chapter.

APPENDIX C TO §1926.1127 [RESERVED]

APPENDIX D TO §1926.1127—OCCUPATIONAL HEALTH HISTORY INTERVIEW WITH REFERENCE TO CADMIUM EXPOSURE

Note: The requirements applicable to construction work under this Appendix D are identical to those set forth in Appendix D to §1910.1027 of this chapter.

APPENDIX E TO §1926.1127—CADMIUM IN WORKPLACE ATMOSPHERES

Note: The requirements applicable to construction work under this Appendix E are identical to those set forth in Appendix E to §1910.1027 of this chapter.

APPENDIX F TO §1926.1127—NONMANDATORY PROTOCOL FOR BIOLOGICAL MONITORING

Note: The requirements applicable to construction work under this Appendix F are identical to those set forth in Appendix F to §1910.1027 of this chapter.


§ 1926.1144 1,2-dibromo-3-chloropropane.

Note: The requirements applicable to construction work under this section are identical to those set forth at §1910.1044 of this chapter.

[61 FR 31434, June 20, 1996]

§ 1926.1145 Acrylonitrile.

Note: The requirements applicable to construction work under this section are identical to those set forth at §1910.1045 of this chapter.

[61 FR 31434, June 20, 1996]

§ 1926.1147 Ethylene oxide.

Note: The requirements applicable to construction work under this section are identical to those set forth at §1910.1047 of this chapter.

[61 FR 31434, June 20, 1996]

§ 1926.1148 Formaldehyde.

Note: The requirements applicable to construction work under this section are identical to those set forth at §1910.1048 of this chapter.

[61 FR 31434, June 20, 1996]

§ 1926.1152 Methylene chloride.

Note: The requirements applicable to construction work under this section are identical to those set forth at 29 CFR 1910.152.


APPENDIX A TO PART 1926—DESIGNATIONS FOR GENERAL INDUSTRY STANDARDS INCORPORATED INTO BODY OF CONSTRUCTION STANDARDS

New Designations for General Industry Standards Incorporated Into Body of Construction Standards

1926 DESIGNATIONS FOR APPLICABLE 1910 STANDARDS

<table>
<thead>
<tr>
<th>New § no. and/or para.</th>
<th>Source § no. and/or para.</th>
</tr>
</thead>
<tbody>
<tr>
<td>1926.20 (c) ..........</td>
<td>1910.5 (a)</td>
</tr>
<tr>
<td>[Do.] (d) ...........</td>
<td>[Do.] (c)</td>
</tr>
<tr>
<td>[Do.] (e) ...........</td>
<td>[Do.] (d)</td>
</tr>
<tr>
<td>1926.32(g) ...........</td>
<td>1910.12(b)</td>
</tr>
<tr>
<td>1926.33 .............</td>
<td>1910.20</td>
</tr>
<tr>
<td>1926.34 (a) ........</td>
<td>1910.36(b)(4)</td>
</tr>
<tr>
<td>[Do.] (b) ...........</td>
<td>1910.37 (q)(1)</td>
</tr>
<tr>
<td>[Do.] (c) ...........</td>
<td>[Do.] (k)(2)</td>
</tr>
<tr>
<td>1926.35 .............</td>
<td>1910.38(a)</td>
</tr>
<tr>
<td>1926.50(g) ..........</td>
<td>1910.151(c)</td>
</tr>
</tbody>
</table>

§ 1926.1128 Benzene.

Note: The requirements applicable to construction work under this section are identical to those set forth at §1910.1028 of this chapter.

[61 FR 31434, June 20, 1996]

§ 1926.1129 Coke oven emissions.

Note: The requirements applicable to construction work under this section are identical to those set forth at §1910.1029 of this chapter.

[61 FR 31434, June 20, 1996]