§ 1926.62 Lead.

(a) Scope. This section applies to all construction work where an employee may be occupationally exposed to lead. All construction work excluded from coverage in the general industry standard for lead by 29 CFR 1910.1025(a)(2) is covered by this standard. Construction work is defined as work for construction, alteration and/or repair, including painting and decorating. It includes but is not limited to the following:

(1) Demolition or salvage of structures where lead or materials containing lead are present;

(2) Removal or encapsulation of materials containing lead;

(3) New construction, alteration, repair, or renovation of structures, substrates, or portions thereof, that contain lead, or materials containing lead;

§ 1926.61 Retention of DOT markings, placards and labels.

Note: The requirements applicable to construction work under this section are identical to those set forth at §1910.1201 of this chapter.

§ 1926.60—Sampling and Analytical Methods for MDA Monitoring and Measurement Procedures

APPENDIX D TO §1926.60—SAMPLING AND ANALYTICAL METHODS FOR MDA MONITORING AND MEASUREMENT PROCEDURES

Note: The requirements applicable to construction work under this Appendix D are identical to those set forth in Appendix D to §1910.1690 of this chapter.

APPENDIX C TO §1926.60—MEDICAL SURVEILLANCE GUIDELINES FOR MDA

Note: The requirements applicable to construction work under this Appendix C are identical to those set forth in Appendix C to §1910.1690 of this chapter.

APPENDIX B TO §1926.60—SUBSTANCE TECHNICAL GUIDELINES, MDA

Note: The requirements applicable to construction work under this Appendix B are identical to those set forth in Appendix B to §1910.1690 of this chapter.

APPENDIX A TO §1926.60—SUBSTANCE DATA SHEET, FOR 4′-METHYLMETHYLANILINE

Note: The requirements applicable to construction work under this Appendix A are identical to those set forth in Appendix A to §1910.1690 of this chapter.

§ 1926.61 Retention of DOT markings, placards and labels.

Note: The requirements applicable to construction work under this section are identical to those set forth at §1910.1201 of this chapter.

§ 1926.62 Lead.

(a) Scope. This section applies to all construction work where an employee may be occupationally exposed to lead. All construction work excluded from coverage in the general industry standard for lead by 29 CFR 1910.1025(a)(2) is covered by this standard. Construction work is defined as work for construction, alteration and/or repair, including painting and decorating. It includes but is not limited to the following:

(1) Demolition or salvage of structures where lead or materials containing lead are present;

(2) Removal or encapsulation of materials containing lead;

(3) New construction, alteration, repair, or renovation of structures, substrates, or portions thereof, that contain lead, or materials containing lead;

§ 1926.61 Retention of DOT markings, placards and labels.

Note: The requirements applicable to construction work under this section are identical to those set forth at §1910.1201 of this chapter.

§ 1926.60—Sampling and Analytical Methods for MDA Monitoring and Measurement Procedures

APPENDIX D TO §1926.60—SAMPLING AND ANALYTICAL METHODS FOR MDA MONITORING AND MEASUREMENT PROCEDURES

Note: The requirements applicable to construction work under this Appendix D are identical to those set forth in Appendix D to §1910.1690 of this chapter.

APPENDIX C TO §1926.60—MEDICAL SURVEILLANCE GUIDELINES FOR MDA

Note: The requirements applicable to construction work under this Appendix C are identical to those set forth in Appendix C to §1910.1690 of this chapter.

APPENDIX B TO §1926.60—SUBSTANCE TECHNICAL GUIDELINES, MDA

Note: The requirements applicable to construction work under this Appendix B are identical to those set forth in Appendix B to §1910.1690 of this chapter.

APPENDIX A TO §1926.60—SUBSTANCE DATA SHEET, FOR 4′-METHYLMETHYLANILINE

Note: The requirements applicable to construction work under this Appendix A are identical to those set forth in Appendix A to §1910.1690 of this chapter.

§ 1926.61 Retention of DOT markings, placards and labels.

Note: The requirements applicable to construction work under this section are identical to those set forth at §1910.1201 of this chapter.

§ 1926.62 Lead.

(a) Scope. This section applies to all construction work where an employee may be occupationally exposed to lead. All construction work excluded from coverage in the general industry standard for lead by 29 CFR 1910.1025(a)(2) is covered by this standard. Construction work is defined as work for construction, alteration and/or repair, including painting and decorating. It includes but is not limited to the following:

(1) Demolition or salvage of structures where lead or materials containing lead are present;

(2) Removal or encapsulation of materials containing lead;

(3) New construction, alteration, repair, or renovation of structures, substrates, or portions thereof, that contain lead, or materials containing lead;