runaway rail equipment shall be installed wherever necessary to protect persons.

§ 57.9303 Construction of ramps and dumping facilities.
Ramps and dumping facilities shall be designed and constructed of materials capable of supporting the loads to which they will be subjected. The ramps and dumping facilities shall provide width, clearance, and headroom to safely accommodate the mobile equipment using the facilities.

§ 57.9304 Unstable ground.
(a) Dumping locations shall be visually inspected prior to work commencing and as ground conditions warrant.
(b) Where there is evidence that the ground at a dumping location may fail to support the mobile equipment, loads shall be dumped a safe distance back from the edge of the unstable area of the bank.

§ 57.9305 Truck spotters.
(a) If truck spotters are used, they shall be in the clear while trucks are backing into dumping position or dumping.
(b) Spotters shall use signal lights to direct trucks where visibility is limited.
(c) When a truck operator cannot clearly recognize the spotter’s signals, the truck shall be stopped.

§ 57.9306 Warning devices for restricted clearances.
Where restricted clearance creates a hazard to persons on mobile equipment, warning devices shall be installed in advance of the restricted area and the restricted area shall be conspicuously marked.

§ 57.9307 Design, installation, and maintenance of railroads.
Roadbeds and all elements of the railroad tracks shall be designed, installed, and maintained to provide safe operation consistent with the speed and type of haulage used.