Mine Safety and Health Admin., Labor

[41 FR 43534, Oct. 1, 1976, as amended at 71 FR
16669, Apr. 3, 2006]

§ 75.1719–4 Mining
machines,
lamps; requirements.

cap

(a) Paint used on exterior surfaces of
mining machines shall have a minimum reflectance of 30 percent, except
cab interiors and other surfaces which
might adversely affect visibility.
(b) When stationary light fixtures are
used, red reflectors mounted in protective frames or reflecting tape shall be
installed on each end of mining machines, except that continuous mining
machines, loaders, and cutters need
only have such reflectors or tape on
the outby end. Reflectors or reflecting
tape shall have an area of not less than
10 square inches.
(c) Each person who goes underground shall be required to wear an approved personal cap lamp or an equivalent portable light.
(d) Each person who goes underground shall be required to wear a hard
hat or hard cap which shall have a minimum of 6 square inches of reflecting
tape or equivalent paint or material on
each side and back.
[41 FR 43534, Oct. 1, 1976]

On and after the effective date of this
§ 75.1720 each miner regularly employed
in the active workings of an under-

ground coal mine shall be required to
wear the following protective clothing
and devices:
(a) Protective clothing or equipment
and face-shields or goggles when welding, cutting, or working with molten
metal or when other hazards to the
eyes exist from flying particles.
(b) Suitable protective clothing to
cover those parts of the body exposed
to injury when handling corrosive or
toxic substances or other materials
which might cause injury to the skin.
(c) Protective gloves when handling
materials or performing work which
might cause injury to the hands; however, gloves shall not be worn where
they would create a greater hazard by
becoming entangled in the moving
parts of equipment.
(d) A suitable hard hat or hard cap. If
a hard hat or hard cap is painted, nonmetallic based paint shall be used.
(e) Suitable protective footwear.
[36 FR 19497, Oct. 7, 1971, as amended at 39 FR
7175, Feb. 25, 1974]

§ 75.1720–1 Distinctively colored hard
hats, or hard caps; identification for
newly
employed,
inexperienced
miners.
Hard hats or hard caps distinctively
different in color from those worn by
experienced miners shall be worn by
each newly employed, inexperienced
miner for at least one year from the
date of his initial employment as a
miner or until he has been qualified or
certified as a miner by the State in
which he is employed.
[39 FR 7175, Feb. 25, 1974]

§ 75.1721 Opening of new underground
coal mines, or reopening and reactivating of abandoned or deactivated
coal mines, notification by the operator; requirements.
(a) Each operator of a new underground coal mine, and a mine which
has been abandoned or deactivated and
is to be reopened or reactivated, shall
prior to opening, reopening or reactivating the mine notify the Coal Mine
Health and Safety District Manager for
the district in which the mine is located of the approximate date of the
proposed or actual opening of such
mine. Thereafter, and as soon as practicable, the operator of such mine shall
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