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§ 257.3–4

trapping, capturing, or collecting or attempting to engage in such conduct.
§ 257.3–3 Surface water.
(a) For purposes of section 4004(a) of
the Act, a facility shall not cause a discharge of pollutants into waters of the
United States that is in violation of
the requirements of the National Pollutant Discharge Elimination System
(NPDES) under section 402 of the Clean
Water Act, as amended.
(b) For purposes of section 4004(a) of
the Act, a facility shall not cause a discharge of dredged material or fill material to waters of the United States that
is in violation of the requirements
under section 404 of the Clean Water
Act, as amended.
(c) A facility or practice shall not
cause non-point source pollution of waters of the United States that violates
applicable legal requirements implementing an areawide or Statewide
water quality management plan that
has been approved by the Administrator under section 208 of the Clean
Water Act, as amended.
(d) Definitions of the terms Discharge
of dredged material, Point source, Pollutant, Waters of the United States, and
Wetlands can be found in the Clean
Water Act, as amended, 33 U.S.C. 1251
et seq., and implementing regulations,
specifically 33 CFR part 323 (42 FR
37122, July 19, 1977).
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[44 FR 53460, Sept. 13, 1979, as amended at 46
FR 47052, Sept. 23, 1981]

§ 257.3–4 Ground water.
(a) A facility or practice shall not
contaminate an underground drinking
water source beyond the solid waste
boundary or beyond an alternative
boundary specified in accordance with
paragraph (b) of this section.
(b)(1)
For
purposes
of
section
1008(a)(3) of the Act or section 405(d) of
the CWA, a party charged with open
dumping or a violation of section 405(e)
with respect to sewage sludge that is
not used or disposed through a practice
regulated in 40 CFR part 503 may demonstrate that compliance should be determined at an alternative boundary in
lieu of the solid waste boundary. The
court shall establish an alternative
boundary only if it finds that such a
change would not result in contamina-

tion of ground water which may be
needed or used for human consumption.
This finding shall be based on analysis
and consideration of all of the following factors that are relevant:
(i) The hydrogeological characteristics of the facility and surrounding
land, including any natural attenuation and dilution characteristics of
the aquifer;
(ii) The volume and physical and
chemical characteristics of the leachate;
(iii) The quantity, quality, and direction of flow of ground water underlying
the facility;
(iv) The proximity and withdrawal
rates of ground-water users;
(v) The availability of alternative
drinking water supplies;
(vi) The existing quality of the
ground water, including other sources
of contamination and their cumulative
impacts on the ground water;
(vii) Public health, safety, and welfare effects.
(2) For purposes of sections 4004(a)
and 1008(a)(3), the State may establish
an alternative boundary for a facility
to be used in lieu of the solid waste
boundary only if it finds that such a
change would not result in the contamination of ground water which may
be needed or used for human consumption. Such a finding shall be based on
an analysis and consideration of all of
the factors identified in paragraph
(b)(1) of this section that are relevant.
(c) As used in this section:
(1) Aquifer means a geologic formation, group of formations, or portion of
a formation capable of yielding usable
quantities of ground water to wells or
springs.
(2) Contaminate means introduce a
substance that would cause:
(i) The concentration of that substance in the ground water to exceed
the maximum contaminant level specified in appendix I, or
(ii) An increase in the concentration
of that substance in the ground water
where the existing concentration of
that substance exceeds the maximum
contaminant level specified in appendix I.
(3) Ground water means water below
the land surface in the zone of saturation.
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§ 257.3–5

40 CFR Ch. I (7–1–10 Edition)

(4) Underground drinking water source
means:
(i) An aquifer supplying drinking
water for human consumption, or
(ii) An aquifer in which the ground
water contains less than 10,000 mg/1
total dissolved solids.
(5) Solid waste boundary means the
outermost perimeter of the solid waste
(projected in the horizontal plane) as it
would exist at completion of the disposal activity.
[44 FR 53460, Sept. 13, 1979, as amended at 46
FR 47052, Sept. 23, 1981; 58 FR 9386, Feb. 19,
1993]

§ 257.3–5 Application to land used for
the production of food-chain crops
(interim final).
(a) Cadmium. A facility or practice
concerning application of solid waste
to within one meter (three feet) of the
surface of land used for the production
of food-chain crops shall not exist or
occur, unless in compliance with all requirements of paragraphs (a)(1) (i)
through (iii) of this section or all requirements of paragraphs (a)(2) (i)
through (iv) of this section.
(1)(i) The pH of the solid waste and
soil mixture is 6.5 or greater at the
time of each solid waste application,
except for solid waste containing cadmium at concentrations of 2 mg/kg
(dry weight) or less.
(ii) The annual application of cadmium from solid waste does not exceed
0.5 kilograms per hectare (kg/ha) on
land used for production of tobacco,
leafy vegetables or root crops grown
for human consumption. For other
food-chain crops, the annual cadmium
application rate does not exceed:
Annual Cd
application
rate (kg/
ha)

Time period
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Present to June 30, 1984 ....................................
July 1, 1984 to December 31, 1986 ....................
Beginning January 1, 1987 .................................

2.0
1.25
0.5

(iii) The cumulative application of
cadmium from solid waste does not exceed the levels in either paragraph
(a)(1)(iii)(A) or (B) of this section.
(A)

Maximum cumulative
application (kg/ha)
Soil cation exchange capacity
(meq/100g)

Background soil
pH less
than 6.5

Background soil
pH more
than 6.5

5
5
5

5
10
20

Less than 5 ....................................
5 to 15 ...........................................
More than 15 .................................

(B) For soils with a background pH of
less than 6.5, the cumulative cadmium
application rate does not exceed the
levels below: Provided, That the pH of
the solid waste and soil mixture is adjusted to and maintained at 6.5 or
greater whenever food-chain crops are
grown.
Soil cation exchange capacity (meq/100g)

Less than 5 ..........................................................
5 to 15 .................................................................
More than 15 .......................................................
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(2)(i) The only food-chain crop produced is animal feed.
(ii) The pH of the solid waste and soil
mixture is 6.5 or greater at the time of
solid waste application or at the time
the crop is planted, whichever occurs
later, and this pH level is maintained
whenever food-chain crops are grown.
(iii) There is a facility operating plan
which demonstrates how the animal
feed will be distributed to preclude ingestion by humans. The facility operating plan describes the measures to be
taken to safeguard against possible
health hazards from cadmium entering
the food chain, which may result from
alternative land uses.
(iv) Future property owners are notified by a stipulation in the land record
or property deed which states that the
property has received solid waste at
high cadmium application rates and
that food-chain crops should not be
grown, due to a possible health hazard.
(b) Polychlorinated Biphenyls (PCBs).
Solid waste containing concentrations
of PCBs equal to or greater than 10 mg/
kg (dry weight) is incorporated into
the soil when applied to land used for
producing animal feed, including pasture crops for animals raised for milk.
Incorporation of the solid waste into
the soil is not required if it is assured
that the PCB content is less than 0.2

406

VerDate Mar<15>2010

Maximum
cumulative
application
(kg/ha)

Sfmt 8010

Y:\SGML\220166.XXX

220166

