§ 471.66

Pollutant or pollutant property

<table>
<thead>
<tr>
<th>Maximum for any 1 day</th>
<th>Maximum for monthly average</th>
</tr>
</thead>
<tbody>
<tr>
<td>mg/off-kg (pounds per million off-pounds) of titanium formed</td>
<td></td>
</tr>
</tbody>
</table>

- Cyanide ........................................ 0.325 0.135
- Lead ........................................... 0.471 0.224
- Zinc ............................................ 1.64 0.683
- Ammonia ....................................... 149 65.7
- Fluoride ....................................... 66.7 29.6

(x) Miscellaneous wastewater sources.

§ 471.71 Effluent limitations representing the degree of effluent reduction attainable by the application of the best practicable control technology currently available (BPT).

Except as provided in 40 CFR 125.30 through 125.32, any existing point source subject to this subpart must achieve the following effluent limitations for the process operations representing the degree of effluent reduction attainable by the application of the best practicable control technology currently available (BPT):

(a) Extrusion spent lubricants—Subpart F—PSNS. There shall be no discharge process wastewater pollutants.

(b) Extrusion tool contact cooling water.

§ 471.66 Effluent limitations representing the degree of effluent reduction attainable by the application of the best conventional pollutant control technology (BCT).

Subpart G—Uranium Forming Subcategory

§ 471.70 Applicability; description of the uranium forming subcategory.

This subpart applies to discharges of pollutants to waters of the United States, and introductions of pollutants into publicly owned treatment works from the process operations of the uranium forming subcategory.