§ 503.3

40 CFR Ch. I (7–1–10 Edition)

§ 503.3 Permits and direct enforceability.
(a) Permits. The requirements in this
part may be implemented through a
permit:
(1) Issued to a ‘‘treatment works
treating domestic sewage’’, as defined
in 40 CFR 122.2, in accordance with 40
CFR parts 122 and 124 by EPA or by a
State that has a State sludge management program approved by EPA in accordance with 40 CFR part 123 or 40
CFR part 501 or
(2) Issued under subtitle C of the
Solid Waste Disposal Act; part C of the
Safe Drinking Water Act; the Marine
Protection, Research, and Sanctuaries
Act of 1972; or the Clean Air Act.
‘‘Treatment works treating domestic
sewage’’ shall submit a permit application in accordance with either 40 CFR
122.21 or an approved State program.
(b) Direct enforceability. No person
shall use or dispose of sewage sludge
through any practice for which requirements are established in this part except in accordance with such requirements.
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§ 503.4 Relationship to other regulations.
Disposal of sewage sludge in a municipal solid waste landfill unit, as defined
in 40 CFR 258.2, that complies with the
requirements in 40 CFR part 258 constitutes compliance with section 405(d)
of the CWA. Any person who prepares
sewage sludge that is disposed in a municipal solid waste landfill unit shall
ensure that the sewage sludge meets
the requirements in 40 CFR part 258
concerning the quality of materials
disposed in a municipal solid waste
landfill unit.
§ 503.5 Additional or more stringent
requirements.
(a) On a case-by-case basis, the permitting authority may impose requirements for the use or disposal of sewage
sludge in addition to or more stringent
than the requirements in this part
when necessary to protect public
health and the environment from any
adverse effect of a pollutant in the sewage sludge.
(b) Nothing in this part precludes a
State or political subdivision thereof
or interstate agency from imposing re-

quirements for the use or disposal of
sewage sludge more stringent than the
requirements in this part or from imposing additional requirements for the
use or disposal of sewage sludge.
§ 503.6 Exclusions.
(a) Treatment processes. This part does
not establish requirements for processes used to treat domestic sewage or
for processes used to treat sewage
sludge prior to final use or disposal, except as provided in § 503.32 and § 503.33.
(b) Selection of a use or disposal practice. This part does not require the selection of a sewage sludge use or disposal practice. The determination of
the manner in which sewage sludge is
used or disposed is a local determination.
(c) Co-firing of sewage sludge. This
part does not establish requirements
for sewage sludge co-fired in an incinerator with other wastes or for the incinerator in which sewage sludge and
other wastes are co-fired. Other wastes
do not include auxiliary fuel, as defined in 40 CFR 503.41(b), fired in a sewage sludge incinerator.
(d) Sludge generated at an industrial
facility. This part does not establish requirements for the use or disposal of
sludge generated at an industrial facility during the treatment of industrial
wastewater, including sewage sludge
generated during the treatment of industrial wastewater combined with domestic sewage.
(e) Hazardous sewage sludge. This part
does not establish requirements for the
use or disposal of sewage sludge determined to be hazardous in accordance
with 40 CFR part 261.
(f) Sewage sludge with high PCB concentration. This part does not establish
requirements for the use or disposal of
sewage sludge with a concentration of
polychlorinated biphenyls (PCBs) equal
to or greater than 50 milligrams per
kilogram of total solids (dry weight
basis).
(g) Incinerator ash. This part does not
establish requirements for the use or
disposal of ash generated during the
firing of sewage sludge in a sewage
sludge incinerator.
(h) Grit and screenings. This part does
not establish requirements for the use
or disposal of grit (e.g., sand, gravel,
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§ 503.8

cinders, or other materials with a high
specific gravity) or screenings (e.g.,
relatively large materials such as rags)
generated during preliminary treatment of domestic sewage in a treatment works.
(i) Drinking water treatment sludge.
This part does not establish requirements for the use or disposal of sludge
generated during the treatment of either surface water or ground water
used for drinking water.
(j) Commercial and industrial septage.
This part does not establish requirements for the use or disposal of commercial septage, industrial septage, a
mixture of domestic septage and commercial septage, or a mixture of domestic septage and industrial septage.
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§ 503.7 Requirement for a person who
prepares sewage sludge.
Any person who prepares sewage
sludge shall ensure that the applicable
requirements in this part are met when
the sewage sludge is applied to the
land, placed on a surface disposal site,
or fired in a sewage sludge incinerator.
§ 503.8 Sampling and analysis.
(a) Sampling. Representative samples
of sewage sludge that is applied to the
land, placed on a surface disposal site,
or fired in a sewage sludge incinerator
shall be collected and analyzed.
(b) Methods. The materials listed
below are incorporated by reference in
this part. These incorporations by reference were approved by the Director
of the Federal Register in accordance
with 5 U.S.C. 552(a) and 1 CFR part 51.
The materials are incorporated as they
exist on the date of approval, and notice of any change in these materials
will be published in the FEDERAL REGISTER. They are available for inspection at the HQ Water Docket Center,
EPA/DC, EPA West, Room B102, 1301
Constitution Ave., NW., Washington,
DC, and at the National Archives and
Records Administration (NARA). For
information on the availability of this
material at NARA, call 202–741–6030, or
go
to:
http://www.archives.gov/
federallregister/
codeloflfederallregulations/
ibrllocations.html. Copies may be obtained from the standard producer or
publisher listed in the regulation. The

methods in the materials listed below
(or in 40 CFR Part 136) shall be used to
analyze samples of sewage sludge.
(1) Enteric viruses. ASTM Designation:
D 4994–89, ‘‘Standard Practice for Recovery of Viruses From Wastewater
Sludges’’, 1992 Annual Book of ASTM
Standards: Section 11—Water and Environmental Technology, ASTM, 1916
Race Street, Philadelphia, PA 19103–
1187.
(2) Fecal coliform. Part 9221 E. or Part
9222 D., ‘‘Standard Methods for the Examination of Water and Wastewater’’,
18th Edition, 1992, American Public
Health Association, 1015 15th Street,
NW., Washington, DC 20005.
(3) Helminth ova. Yanko, W.A., ‘‘Occurrence of Pathogens in Distribution
and Marketing Municipal Sludges’’,
EPA 600/1–87–014, 1987. National Technical Information Service, 5285 Port
Royal Road, Springfield, Virginia 22161
(PB 88–154273/AS).
(4) Inorganic pollutants. ‘‘Test Methods for Evaluating Solid Waste, Physical/Chemical Methods’’, EPA Publication SW–846, Second Edition (1982) with
Updates I (April 1984) and II (April 1985)
and Third Edition (November 1986) with
Revision I (December 1987). Second Edition and Updates I and II are available
from the National Technical Information Service, 5285 Port Royal Road,
Springfield, Virginia 22161 (PB–87–120–
291). Third Edition and Revision I are
available from Superintendent of Documents, Government Printing Office, 941
North Capitol Street, NE., Washington,
DC 20002 (Document Number 955–001–
00000–1).
(5) Salmonella sp. bacteria. Part 9260
D., ‘‘Standard Methods for the Examination of Water and Wastewater’’, 18th
Edition, 1992, American Public Health
Association, 1015 15th Street, NW.,
Washington, DC 20005; or
Kenner, B.A. and H.P. Clark, ‘‘Detection and enumeration of Salmonella and
Pseudomonas aeruginosa’’, Journal of
the Water Pollution Control Federation, Vol. 46, no. 9, September 1974, pp.
2163–2171. Water Environment Federation, 601 Wythe Street, Alexandria,
Virginia 22314.
(6) Specific oxygen uptake rate. Part
2710 B., ‘‘Standard Methods for the Examination of Water and Wastewater’’,
18th Edition, 1992, American Public
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