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(g)
Information
recorded
under
§ 60.2949(b)(6) and (c) through (e) for the
calendar year being reported.
(h) If a performance test was conducted during the reporting period, the
results of that test.
(i) If you met the requirements of
§ 60.2934(a) or (b), and did not conduct a
performance test during the reporting
period, you must state that you met
the requirements of § 60.2934(a) or (b),
and, therefore, you were not required
to conduct a performance test during
the reporting period.
(j) Documentation of periods when all
qualified OSWI unit operators were unavailable for more than 12 hours, but
less than 2 weeks.
§ 60.2957 What else must I report if I
have a deviation from the operating
limits or the emission limitations?
(a) You must submit a deviation report if any recorded 3-hour average parameter level is above the maximum
operating limit or below the minimum
operating limit established under this
subpart, if any recorded 12-hour average carbon monoxide emission rate is
above the emission limitation, if the
control device was bypassed, or if a
performance test was conducted that
showed a deviation from any emission
limitation.
(b) The deviation report must be submitted by August 1 of that year for
data collected during the first half of
the calendar year (January 1 to June
30), and by February 1 of the following
year for data you collected during the
second half of the calendar year (July 1
to December 31).
§ 60.2958 What must I include in the
deviation report?
In each report required under
§ 60.2957, for any pollutant or operating
parameter that deviated from the
emission limitations or operating limits specified in this subpart, include
the seven items described in paragraphs (a) through (g) of this section.
(a) The calendar dates and times
your unit deviated from the emission
limitations or operating limit requirements.
(b) The averaged and recorded data
for those dates.

(c) Durations and causes of each deviation from the emission limitations or
operating limits and your corrective
actions.
(d) A copy of the operating limit
monitoring data during each deviation
and any test report that documents the
emission levels.
(e) The dates, times, number, duration, and causes for monitor downtime
incidents (other than downtime associated with zero, span, and other routine
calibration checks).
(f) Whether each deviation occurred
during a period of startup, shutdown,
or malfunction, or during another period.
(g) The dates, times, and durations of
any bypass of the control device.
§ 60.2959 What else must I report if I
have a deviation from the requirement to have a qualified operator
accessible?
(a) If all qualified operators are not
accessible for 2 weeks or more, you
must take the two actions in paragraphs (a)(1) and (2) of this section.
(1) Submit a notification of the deviation within 10 days that includes the
three items in paragraphs (a)(1)(i)
through (iii) of this section.
(i) A statement of what caused the
deviation.
(ii) A description of what you are
doing to ensure that a qualified operator is accessible.
(iii) The date when you anticipate
that a qualified operator will be available.
(2) Submit a status report to EPA
every 4 weeks that includes the three
items in paragraphs (a)(2)(i) through
(iii) of this section.
(i) A description of what you are
doing to ensure that a qualified operator is accessible.
(ii) The date when you anticipate
that a qualified operator will be accessible.
(iii) Request approval from EPA to
continue operation of the OSWI unit.
(b) If your unit was shut down by
EPA,
under
the
provisions
of
§ 60.2911(c)(2), due to a failure to provide an accessible qualified operator,
you must notify EPA that you are resuming operation once a qualified operator is accessible.
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