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§ 60.45Da

heat input to the combined cycle combustion turbine, the owner or operator
shall not cause to be discharged into
the atmosphere any gases that contain
NOX (expressed as NO2) in excess of 190
ng/J (1.5 lb/MWh) gross energy output
on a 30-day rolling average basis.
(3) In cases when during a 30-day rolling average compliance period liquid
fuel is burned in such a manner to
meet the conditions in paragraph (f)(2)
of this section for only a portion of the
clock hours in the 30-day period, the
owner or operator shall not cause to be
discharged into the atmosphere any
gases that contain NOX (expressed as
NO2) in excess of the computed weighted-average emissions limit based on
the proportion of gross energy output
(in MWh) generated during the compliance period for each of emissions limits
in paragraphs (f)(1) and (2) of this section.
§ 60.45Da

Standard for mercury (Hg).

(a) For each coal-fired electric utility
steam generating unit other than an
IGCC electric utility steam generating
unit, on and after the date on which
the initial performance test is completed or required to be completed
under § 60.8, whichever date comes first,
no owner or operator subject to the
provisions of this subpart shall cause
to be discharged into the atmosphere
from any affected facility for which
construction, modification, or reconstruction commenced after January 30,
2004, any gases that contain mercury
(Hg) emissions in excess of each Hg
emissions limit in paragraphs (a)(1)
through (5) of this section that applies
to you. The Hg emissions limits in
paragraphs (a)(1) through (5) of this
section are based on a 12-month rolling
average basis using the procedures in
§ 60.50Da(h).
(1) For each coal-fired electric utility
steam generating unit that burns only
bituminous coal, you must not discharge into the atmosphere any gases
from a new affected source that contain Hg in excess of 20 × 10¥6 pound per
megawatt hour (lb/MWh) or 0.020 lb/
gigawatt-hour (GWh) on an output
basis. The International System of
Units (SI) equivalent is 0.0025 ng/J.

(2) For each coal-fired electric utility
steam generating unit that burns only
subbituminous coal:
(i) If your unit is located in a countylevel geographical area receiving greater than 25 inches per year (in/yr) mean
annual precipitation, based on the
most recent publicly available U.S. Department of Agriculture 30-year data,
you must not discharge into the atmosphere any gases from a new affected
source that contain Hg in excess of 66 ×
10¥6 lb/MWh or 0.066 lb/GWh on an output basis. The SI equivalent is 0.0083
ng/J.
(ii) If your unit is located in a county-level geographical area receiving
less than or equal to 25 in/yr mean annual precipitation, based on the most
recent publicly available U.S. Department of Agriculture 30-year data, you
must not discharge into the atmosphere any gases from a new affected
source that contain Hg in excess of 97 ×
10¥6 lb/MWh or 0.097 lb/GWh on an output basis. The SI equivalent is 0.0122
ng/J.
(3) For each coal-fired electric utility
steam generating unit that burns only
lignite, you must not discharge into
the atmosphere any gases from a new
affected source that contain Hg in excess of 175 × 10¥6 lb/MWh or 0.175 lb/
GWh on an output basis. The SI equivalent is 0.0221 ng/J.
(4) For each coal-burning electric
utility steam generating unit that
burns only coal refuse, you must not
discharge into the atmosphere any
gases from a new affected source that
contain Hg in excess of 16 × 10¥6 lb/
MWh or 0.016 lb/GWh on an output
basis. The SI equivalent is 0.0020 ng/J.
(5) For each coal-fired electric utility
steam generating unit that burns a
blend of coals from different coal ranks
(i.e., bituminous coal, subbituminous
coal, lignite) or a blend of coal and coal
refuse, you must not discharge into the
atmosphere any gases from a new affected source that contain Hg in excess
of the unit-specific Hg emissions limit
established according to paragraph
(a)(5)(i) or (ii) of this section, as applicable to the affected unit.
(i) If you operate a coal-fired electric
utility steam generating unit that
burns a blend of coals from different
coal ranks or a blend of coal and coal
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refuse, you must not discharge into the
atmosphere any gases from a new affected source that contain Hg in excess
of the computed weighted Hg emissions
limit based on the Btu, MWh, or MJ)
contributed by each coal rank burned
during the compliance period and its
applicable Hg emissions limit in paragraphs (a)(1) through (4) of this section
as determined using Equation 1 in this
section. For each affected source, you
must comply with the weighted Hg
emissions limit calculated using Equation 1 in this section based on the total
Hg emissions from the unit and the
total Btu, MWh, or MJ contributed by
all fuels burned during the compliance
period.
n

∑ EL ( H H )
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∑HH

(Eq.1)

by both regulated and nonregulated
fuels burned during the compliance period and the total Btu, MWh, or MJ
contributed by both regulated and nonregulated fuels burned during the compliance period.
(b) For each IGCC electric utility
steam generating unit, on and after the
date on which the initial performance
test required to be conducted under
§ 60.8 is completed, no owner or operator subject to the provisions of this
subpart shall cause to be discharged
into the atmosphere from any affected
facility for which construction, modification, or reconstruction commenced
after January 30, 2004, any gases that
contain Hg emissions in excess of 20 ×
10¥6 lb/MWh or 0.020 lb/GWh on an output basis. The SI equivalent is 0.0025
ng/J. This Hg emissions limit is based
on a 12-month rolling average basis
using the procedures in § 60.50Da(h).

i

i=1

Where:
ELb = Total allowable Hg in lb/MWh that can
be emitted to the atmosphere from any affected source being averaged according to
this paragraph.
ELi = Hg emissions limit for the subcategory
i (coal rank) that applies to affected
source, lb/MWh;
HHi = For each affected source, the Btu,
MWh, or MJ contributed by the corresponding subcategory i (coal rank)
burned during the compliance period; and
n = Number of subcategories (coal ranks)
being averaged for an affected source.

(ii) If you operate a coal-fired electric utility steam generating unit that
burns a blend of coals from different
coal ranks or a blend of coal and coal
refuse together with one or more nonregulated, supplementary fuels, you
must not discharge into the atmosphere any gases from a new affected
source that contain Hg in excess of the
computed weighted Hg emission limit
based on the Btu, MWh, or MJ contributed by each coal rank burned during
the compliance period and its applicable Hg emissions limit in paragraphs
(a)(1) through (4) of this section as determined using Equation 1 in this section. For each affected source. You
must comply with the weighted Hg
emissions limit calculated using Equation 1 in this section based on the total
Hg emissions from the unit contributed

§ 60.46Da

[Reserved]

§ 60.47Da Commercial
permit.

demonstration

(a) An owner or operator of an affected facility proposing to demonstrate an emerging technology may
apply to the Administrator for a commercial demonstration permit. The Administrator will issue a commercial
demonstration permit in accordance
with paragraph (e) of this section.
Commercial demonstration permits
may be issued only by the Administrator, and this authority will not be
delegated.
(b) An owner or operator of an affected facility that combusts solid solvent refined coal (SRC–I) and who is
issued a commercial demonstration
permit by the Administrator is not
subject to the SO2 emission reduction
requirements under § 60.43Da(c) but
must, as a minimum, reduce SO2 emissions to 20 percent of the potential
combustion concentration (80 percent
reduction) for each 24-hour period of
steam generator operation and to less
than 520 ng/J (1.20 lb/MMBtu) heat
input on a 30-day rolling average basis.
(c) An owner or operator of a fluidized bed combustion electric utility
steam generator (atmospheric or pressurized) who is issued a commercial
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