an agency requesting GSA Interagency Fleet Management System (IFMS) services. Other utilization factors, such as days used, agency mission, and the relative costs of alternatives to a full-time vehicle assignment, may be considered as justification where miles traveled guidelines are not met.

(a) Passenger-carrying vehicles. The utilization guidelines for passenger-carrying vehicles are a minimum of 3,000 miles per quarter or 12,000 miles per year.

(b) Light trucks and general purpose vehicles. The utilization guidelines for light trucks and general purpose vehicles are as follows:

(1) Light trucks and general purpose vehicles, 12,500 lbs. Gross Vehicle Weight Rating (GVWR) and under—10,000 miles per year.

(2) Trucks and general purpose vehicles, over 12,500 lbs. GVWR to 24,000 lbs. GVWR—7,500 miles per year.

(c) Heavy trucks and truck tractors. The utilization guidelines for heavy trucks and truck tractors are as follows:

(1) Heavy trucks and general purpose vehicles over 24,000 lbs. GVWR—7,500 miles per year.

(2) Truck tractors—10,000 miles per year.

(d) Other trucks and special purpose vehicles. Utilization guidelines for other trucks and special purpose vehicles have not been established. However, the head of the local office of the agency or his/her designee shall cooperate with GSA IFMS fleet management center personnel in studying the use of this equipment and take necessary action to ensure that it is reasonably utilized or returned to the issuing GSA IFMS fleet management center.


§ 101–39.303 Maintenance.

In order to ensure uninterrupted operation of GSA Interagency Fleet Management System (IFMS) vehicles, safety and preventive maintenance inspections will be performed at regularly scheduled intervals as directed by GSA. Users of GSA IFMS vehicles shall comply with the safety and preventive maintenance notices and instructions issued for the vehicle.

[56 FR 59890, Nov. 26, 1991]

§ 101–39.304 Modification or installation of accessory equipment.

The modification of a GSA Interagency Fleet Management System (IFMS) vehicle or the permanent installation of accessory equipment on these vehicles may be accomplished only when approved by GSA. For the purpose of this regulation, permanent installation means the actual bolting, fitting, or securing of an item to the vehicle. Such modification or installation of accessory equipment must be considered by the agency as essential for the accomplishment of the agency’s mission. The request for such modification or installation shall be forwarded to the appropriate GSA IFMS regional fleet manager for consideration. Accessory equipment or other after-market items which project an inappropriate appearance, such as radar detectors, will not be used on GSA IFMS vehicles. Decorative items (i.e., bumper stickers and decals) will not be used on IFMS vehicles unless authorized by the Director, Fleet Management Division, GSA.

[56 FR 59890, Nov. 26, 1991]


(a) GSA Interagency Fleet Management System (IFMS) vehicles shall be stored and parked at locations which provide protection from pilferage or...