§ 26.30–1  Approved unicellular plastic foam work vests.

(a) Buoyant work vests carried under the permissive authority of this subpart shall be of an approved type, and shall be constructed, listed, and labeled in accordance with subpart 160.053 of subchapter Q (Specifications) of this chapter.

§ 26.30–5  Use.

(a) Approved buoyant work vests are considered to be items of safety apparel and may be carried aboard vessels to be worn by crew members when working near or over the water under favorable working conditions.

(b) When carried, approved buoyant work vests shall not be accepted in lieu of any portion of the required number of approved lifesaving appliances required by § 25.23–10 of this subchapter.

§ 26.30–10  Stowage.

(a) The approved buoyant work vests shall be stowed separately from the regular stowage of required lifesaving equipment.

PART 27—TOWING VESSELS

Subpart A—General Provisions for Fire-Protection Measures and Fire-Suppression Equipment on Towing Vessels

Sec.
27.100  What towing vessels does this part affect?
27.101  Definitions.
27.102  Incorporation by reference.

Subpart B—Fire-Protection Measures for Towing Vessels

27.201  What are the requirements for general alarms on towing vessels?
27.203  What are the requirements for fire detection on towing vessels?
27.205  What are the requirements for internal communication systems on towing vessels?
27.207  What are the requirements for fuel shut-offs on towing vessels?
27.209  What are the requirements for training crews to respond to fires?
27.211  What are the specifications for fuel systems on towing vessels whose construction was contracted for on or after January 18, 2007?

Subpart C—Fire-Suppression Equipment for Towing Vessels

27.301  What are the requirements for fire pumps, fire mains, and fire hoses on towing vessels?
27.303  What are the requirements for fire-extinguishing equipment on towing vessels in inland service, and on towing vessels in ocean or coastal service whose construction was contracted for before August 27, 2003?
27.305  What are the requirements for fire-extinguishing equipment on towing vessels in ocean or coastal service whose construction was contracted for on or after August 27, 2003?


§ 27.100  What towing vessels does this part affect?

(a) You must comply with this part if your towing vessel operates on the navigable waters of the United States, unless your vessel is one exempt under paragraph (b) of this section.

(b) This part does not apply to you if your towing vessel is—

(1) Used solely for any of the following services or any combination of these services—

(i) Within a limited geographic area, such as a fleeting-area for barges or a commercial facility, and used for restricted service, such as making up or breaking up larger tows;
(ii) For harbor-assist;
(iii) For assistance towing as defined by 46 CFR 10.103;
(iv) For response to emergency or pollution;

(2) A public vessel that is both owned, or demise chartered, and operated by the United States Government or by a government of a foreign country; and that is not engaged in commercial service;
(3) A foreign vessel engaged in innocent passage; or