§ 71.25–1

(c) For inspection procedures of marine engineering equipment and systems, see subchapter F (Marine Engineering) of this chapter.

(d) For inspection procedures of electrical engineering equipment and systems, see subchapter J (Electrical Engineering) of this chapter.

(e) For inspection and testing standards of structural subdivision integrity, see § 72.01–25 of this subchapter.

(f) For inspection and testing of watertight doors, see § 170.270 of this chapter.


Subpart 71.25—Annual Inspection

§ 71.25–1 Prerequisite of reissuance of certificate of inspection.

(a) The annual inspection is a prerequisite of the reissuance of a certificate of inspection.

(b) [Reserved]

§ 71.25–5 When made.

(a) The annual inspection will be made only upon the written application of the master, owner, or agent of the vessel on Form CG–3752, Application for Inspection of U.S. Vessel, to the Officer in Charge, Marine Inspection, at or nearest the port where the vessel is to be inspected.

(b) You must submit your application for the annual inspection at least 30 days before your current certificate of inspection expires.


§ 71.25–10 Scope of inspections.

The annual inspection shall include an inspection of the structure, boilers, and other pressure vessels, machinery and equipment. The inspection shall be such as to insure that the vessel, as regards the structure, boilers and other pressure vessels, and their appurtenances, piping, main and auxiliary machinery, electrical installations, life-saving appliances, fire-detecting and extinguishing equipment, pilot boarding equipment, and other equipment is in satisfactory condition and fit for the service for which it is intended, and that it complies with the applicable regulations for such vessels, and determine that the vessel is in possession of a valid certificate issued by the Federal Communications Commission, if required. The lights, means of making sound signals, and distress signals carried by the vessel shall also be subject to the above-mentioned inspection for the purpose of ensuring that they comply with the requirements of the applicable statutes and regulations.


§ 71.25–15 Lifesaving equipment.

For inspection procedures of lifesaving appliances and arrangements, see subchapter W (Lifesaving Appliances and Arrangements) of this chapter.

[CGD 84–069, 61 FR 25287, May 20, 1996]

§ 71.25–20 Fire-detecting and extinguishing equipment.

(a) At each annual inspection, the inspector shall conduct the following tests and inspections of fire detecting and extinguishing equipment:

1. All hand portable fire extinguishers and semiportable fire extinguishing systems shall be checked as noted in table 71.25–20(a)(1). In addition, the hand portable fire extinguishers and semiportable fire extinguishing systems shall be examined for excessive corrosion and general condition.

<table>
<thead>
<tr>
<th>Type unit</th>
<th>Test</th>
</tr>
</thead>
<tbody>
<tr>
<td>Soda acid</td>
<td>Discharge. Clean hose and inside</td>
</tr>
<tr>
<td></td>
<td>of extinguisher thoroughly. Recharge.</td>
</tr>
<tr>
<td>Foam</td>
<td>Discharge. Clean hose and inside</td>
</tr>
<tr>
<td></td>
<td>of extinguisher thoroughly. Recharge.</td>
</tr>
<tr>
<td>Pump tank (water or antifreeze)</td>
<td>Discharge. Clean hose and inside</td>
</tr>
<tr>
<td></td>
<td>of extinguisher thoroughly. Recharge.</td>
</tr>
<tr>
<td></td>
<td>Recharge with clean water or antifreeze.</td>
</tr>
</tbody>
</table>