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§ 78.45–1

and at all other time necessary to assure the safety of the vessel. See
§ 78.17–22.
(h) Loading doors. Where appliicable,
every closing and any opening when
not docked. See § 78.17–33.
(i) Hatches and other openings: All
openings and closings, or leaving port
without closing, except vessels on protected waters. See § 78.17–35.
(j) Emergency lighting and power
systems: Weekly and semiannually.
See § 78.17–45.
(k) Smoke Detecting System: Once
every three months. See § 78.17–65.
(l) Fuel oil data: Upon receipt of fuel
oil on board. See § 78.17–75.
(m) Cargo gear inspections: At least
once a month. See § 71.47–70 of this subchapter.
[CGFR 65–50, 30 FR 16955, Dec. 30, 1965, as
amended by CGD 89–037, 57 FR 41822, Sept. 11,
1992; CGD 84-069, 61 FR 25288, May 20, 1996]

§ 78.37–10

Official log entires.

(a) In addition to other items required to be entered in the official logbook on every vessel where an official
logbook is required, all items relative
to the crew and passengers, including
the count of passengers carried, and to
casualties shall also be entered.
(b) Except as noted in paragraph
(b)(1) of this section, on any vessel
where an official logbook is not required, the master shall keep a record
of the correct count of all the passengers received and delivered from
day to day. This record shall be open to
inspection by the Coast Guard at all
times. The aggregate number of the
passengers carried shall be furnished to
the Coast Guard whenever requested.
The information shall be available for
a period of one year after the date to
which the records refer.
(1) The provisions of the paragraph
shall not apply to ferry vessels.
(2) [Reserved]
[CGFR 65–50, 30 FR 16959, Dec 30, 1965, as
amended by CGD 95–028, 62 FR 51205, Sept. 30,
1997]
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Subpart 78.40—Vehicular Ferries
§ 78.40–1 Stowage of vehicles.
(a) Automobiles or other vehicles
shall be stowed in such a manner as to

permit both passengers and operators
to get out and away from them freely
in the event of fire or other disaster.
Where there is insufficient clearance to
provide for easy egress at all times,
both passengers and operators shall be
directed to leave their vehicles and to
occupy other spaces reserved for them
during the crossing. The decks, where
necessary, shall be definitely marked
with painted lines to indicate the vehicle runways and the aisle spaces.
(b) [Reserved]
§ 78.40–5 Securing of vehicles.
(a) The master shall take all necessary precautions to see that automobiles or other vehicles have their
motors turned off when the ferry is
under way, and the motors shall not be
started until the ferry is secured to the
landing. In addition, the vehicles at
each end shall have their wheels securely blocked, while the vessel is
being navigated.
(b) [Reserved]
§ 78.40–10 No smoking permitted.
(a) The master shall have appropriate
‘‘No Smoking’’ signs posted and shall
take all necessary precautions to prevent smoking or carrying of lighted or
smoldering cigars, cigarettes, etc., in
the deck area assigned to automobiles
or other vehicles.
(b) [Reserved]

Subpart 78.45—Display of Plans
§ 78.45–1 When required.
(a) Vessels of 1,000 gross tons and
over, and vessels of any tonnage on an
international voyage shall have permanently exhibited for the guidance of
the officer in charge of the vessel the
following plans:
(1) General arrangement plans showing for each deck the fire control stations, the various sections enclosed by
fire-resisting bulkheads, together with
particulars of the fire alarms, detecting systems, the sprinkler installation
(if any), the fire extinguishing appliances, means of access to different
compartments, decks, etc., and the
ventilating systems including particulars of the master fan controls, the positions of dampers, the location of the
remote means of stopping fans, and
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