Coast Guard, DHS

§ 131.230 Loadlines and decklines.

Each vessel assigned a loadline must have loadline markings and deck-line markings permanently scribed or embossed as required by subchapter E of this chapter.

Subpart C—Preparations for Emergencies

§ 131.310 List of crew members and offshore workers.

(a) The master of each vessel shall keep a correct list containing the name of each person that embarks upon and disembarks from the vessel.

(b) The list required by paragraph (a) of this section must be prepared before the vessel’s departure on a voyage, and deposited ashore—

1. At the facility from which the crew members and offshore workers embarked;

2. In a well-marked place at the vessel’s normal berth; or

3. With a representative of the owner or managing operator of the vessel.

§ 131.320 Safety orientation for offshore workers.

(a) Before a vessel gets under way on a voyage, the master shall ensure that suitable public announcements are made informing each offshore worker of—

1. In general terms, emergency and evacuation procedures;

2. Locations of emergency exits and of embarkation areas for survival craft;

3. Locations of stowage of lifejackets and immersion suits;

4. With demonstration, proper method or methods of donning and adjusting lifejackets and immersion suits of the type or types carried on the vessel;

5. Locations of the instruction placards for lifejackets and other lifesaving devices;

6. Explanation that each offshore worker shall don an immersion suit and a lifejacket when the master determines that hazardous conditions do or might exist but that offshore workers may don lifejackets whenever they feel it necessary;

7. Which hazardous conditions might require the donning of lifejackets and immersion suits;

8. Types and locations of any other lifesaving device carried on the vessel;

9. Locations and contents of the “Emergency Instructions” required by §131.330;

10. Survival craft to which assigned;

11. Any hazardous materials on the vessel; and

12. Any conditions or circumstances that constitute a risk to safety.

(b) The master of each vessel shall ensure that each offshore worker boarding the vessel on a voyage after the initial public announcement has been made, as required by paragraph (a) of this section, also hears the information in paragraph (a) of this section.

§ 131.330 Emergency instructions.

(a) Except as otherwise provided by this section, the master of each vessel shall prepare and post durable emergency-instruction placards in conspicuous locations accessible to the crew members and offshore workers.

(b) The instruction placards must contain the recommended “Emergency Instructions” listed in §131.340 that, in the judgment of the cognizant OCMI, apply. The placards must be further designed to address the equipment, arrangement, and operation peculiar to each vessel.

§ 131.340 Recommended placard for emergency instructions.

The following are the recommended format and content of the placard for emergency instructions: