§ 73.1215 Specifications for indicating instruments.

The following requirements and specifications shall apply to indicating instruments used by broadcast stations:

(a) Linear scale instruments:
   (1) Length of scale shall not be less than 2.3 inches (5.8 cm).
   (2) Accuracy shall be at least 2 percent of the full scale reading.
   (3) The maximum rating of the meter shall be such that it does not read off scale during modulation or normal operation.
   (4) Scale shall have at least 40 divisions.
   (5) Full scale reading shall not be greater than five times the minimum normal indication.

§ 73.1213 Antenna structure, marking and lighting.

(a) The provisions of part 17 of this chapter (Construction, Marking, and Lighting of Antenna Structures), requires certain antenna structures to be painted and/or illuminated in accordance with part 17.

(b) The owner of each antenna structure is responsible for ensuring that the structure, if required, is painted and/or illuminated in accordance with part 17 of this chapter. In the event of default by the owner, each licensee or permittee shall be responsible for ensuring that the structure complies with applicable painting and lighting requirements.

§ 73.1215 Specifications for indicating instruments.

The following requirements and specifications shall apply to indicating instruments used by broadcast stations:

(a) Linear scale instruments:
   (1) Length of scale shall not be less than 2.3 inches (5.8 cm).
   (2) Accuracy shall be at least 2 percent of the full scale reading.
   (3) The maximum rating of the meter shall be such that it does not read off scale during modulation or normal operation.
   (4) Scale shall have at least 40 divisions.
   (5) Full scale reading shall not be greater than five times the minimum normal indication.