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(1) Review with personnel their per-
formance in meeting the objectives of 
the emergency response training pro-
gram set forth in paragraph (a) of this 
section; and 

(2) Make appropriate changes to the 
emergency response training program 
as necessary to ensure that it is effec-
tive. 

(c) Each operator shall require and 
verify that its supervisors maintain a 
thorough knowledge of that portion of 
the emergency response procedures es-
tablished under 195.402 for which they 
are responsible to ensure compliance. 

[Amdt. 195–67, 64 FR 46866, Aug. 27, 1999, as 
amended at Amdt. 195–78, 68 FR 53528, Sept. 
11, 2003] 

§ 195.404 Maps and records. 
(a) Each operator shall maintain cur-

rent maps and records of its pipeline 
systems that include at least the fol-
lowing information: 

(1) Location and identification of the 
following pipeline facilities: 

(i) Breakout tanks; 
(ii) Pump stations; 
(iii) Scraper and sphere facilities; 
(iv) Pipeline valves; 
(v) Facilities to which § 195.402(c)(9) 

applies; 
(vi) Rights-of-way; and 
(vii) Safety devices to which § 195.428 

applies. 
(2) All crossings of public roads, rail-

roads, rivers, buried utilities, and for-
eign pipelines. 

(3) The maximum operating pressure 
of each pipeline. 

(4) The diameter, grade, type, and 
nominal wall thickness of all pipe. 

(b) Each operator shall maintain for 
at least 3 years daily operating records 
that indicate— 

(1) The discharge pressure at each 
pump station; and 

(2) Any emergency or abnormal oper-
ation to which the procedures under 
§ 195.402 apply. 

(c) Each operator shall maintain the 
following records for the periods speci-
fied: 

(1) The date, location, and descrip-
tion of each repair made to pipe shall 
be maintained for the useful life of the 
pipe. 

(2) The date, location, and descrip-
tion of each repair made to parts of the 

pipeline system other than pipe shall 
be maintained for at least 1 year. 

(3) A record of each inspection and 
test required by this subpart shall be 
maintained for at least 2 years or until 
the next inspection or test is per-
formed, whichever is longer. 

[Amdt. 195–22, 46 FR 38360, July 27, 1981, as 
amended by Amdt. 195–34, 50 FR 34474, Aug. 
26, 1985; Amdt. 195–173, 66 FR 67004, Dec. 27, 
2001] 

§ 195.405 Protection against ignitions 
and safe access/egress involving 
floating roofs. 

(a) After October 2, 2000, protection 
provided against ignitions arising out 
of static electricity, lightning, and 
stray currents during operation and 
maintenance activities involving 
aboveground breakout tanks must be 
in accordance with API Recommended 
Practice 2003, unless the operator notes 
in the procedural manual (§ 195.402(c)) 
why compliance with all or certain pro-
visions of API Recommended Practice 
2003 is not necessary for the safety of a 
particular breakout tank. 

(b) The hazards associated with ac-
cess/egress onto floating roofs of in- 
service aboveground breakout tanks to 
perform inspection, service, mainte-
nance or repair activities (other than 
specified general considerations, speci-
fied routine tasks or entering tanks re-
moved from service for cleaning) are 
addressed in API Publication 2026. 
After October 2, 2000, the operator must 
review and consider the potentially 
hazardous conditions, safety practices 
and procedures in API Publication 2026 
for inclusion in the procedure manual 
(§ 195.402(c)). 

[Amdt. 195–66, 64 FR 15936, Apr. 2, 1999] 

§ 195.406 Maximum operating pres-
sure. 

(a) Except for surge pressures and 
other variations from normal oper-
ations, no operator may operate a pipe-
line at a pressure that exceeds any of 
the following: 

(1) The internal design pressure of 
the pipe determined in accordance with 
§ 195.106. However, for steel pipe in pipe-
lines being converted under § 195.5, if 
one or more factors of the design for-
mula (§ 195.106) are unknown, one of the 
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