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be suspended or revoked. After the expiration of the aforesaid seven days period and consideration of such argument and evidence, the Secretary shall
take such action as he deems appropriate with respect to such suspension
or revocation.
§ 52.33

Surrender of license.

Upon termination of his services as a
licensed sampler or licensed inspector,
or suspension or revocation of his license, such licensee shall surrender his
license immediately to the office of inspection serving the area in which he is
located. These same provisions shall
apply in a case of an expired license.
SAMPLING
§ 52.34 How samples are drawn by inspectors or licensed samplers.
An inspector or a licensed sampler
shall select samples, upon request,
from designated lots of processed products which are so placed as to permit
thorough and proper sampling in accordance with the regulations in this
part. Such person shall, unless otherwise directed by the Administrator, select sample units of such products at
random, and from various locations in
each lot in such manner and number,
not inconsistent with the regulations
in this part, as to secure a representative sample of the lot. Samples drawn
for inspection shall be furnished by the
applicant at no cost to the Department.
§ 52.35

Accessibility for sampling.

Each applicant shall cause the processed products for which inspection is
requested to be made accessible for
proper sampling. Failure to make any
lot accessible for proper sampling shall
be sufficient cause for postponing inspection service until such time as
such lot is made accessible for proper
sampling.
§ 52.36 How officially drawn samples
are to be identified.
Officially drawn samples shall be
marked by the inspector or licensed
sampler so such samples can be properly identified for inspection.

§ 52.37 How official samples are to be
identified and shipped.
Unless otherwise directed by the Administrator, samples which are to be
shipped to any office of inspection
shall be forwarded to the office of inspection serving the area in which the
processed products from which the
samples were drawn is located. Such
samples shall be shipped in a manner
to avoid any material change in the
quality or condition of the sample of
the processed product. Containers shall
be identified and properly sealed with
tape. A facsimile of the ‘‘Officially
Sampled’’ stamp shall be placed over
the taped container. All transportation
charges in connection with such shipments of samples shall be at the expense of the applicant.
[51 FR 20439, June 5, 1986]

§ 52.38 Sampling plans and procedures
for determining lot compliance.
(a) Except as otherwise provided for
in this section in connection with inplant inspection and unless otherwise
approved by the Administrator, samples shall be selected from each lot in
the exact number of sample units indicated for the lot size in the applicable
sampling plans. The lot size is to correspond to a sample size with a maximum of 29 sample units: Provided,
that at the discretion of the inspection
service, the number of sample units selected may be increased to the exact
number of sample units indicated for
any one of the larger sample sizes provided for in the appropriate plans. The
samples size may be increased beyond
29 sample units in accordance with the
following sampling plan:
Sample Size ...................
Acceptance Number .......
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(b) Under the sampling plans with respect to any specified requirement:
(1) If the number of deviants (as defined in connection with the specific
requirement) in the sample does not
exceed the acceptance number prescribed for the sample size, the lot
meets the requirement;
(2) If the number of deviants (as defined in connection with the specific
requirement) in the sample exceeds the
acceptance number prescribed for the
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