§ 57.14160  
(i) An automatic reverse-activated signal alarm;  
(ii) A wheel-mounted bell alarm which sounds at least once for each three feet of reverse movement;  
(iii) A discriminating backup alarm that covers the area of obstructed view; or  
(iv) An observer to signal when it is safe to back up.  
(2) Alarms shall be audible above the surrounding noise level.  
(3) An automatic reverse-activated strobe light may be used at night in lieu of an audible reverse alarm.  
(c) This standard does not apply to rail equipment.  
§ 57.14160 Mantrip trolley wire hazards underground.  
Mantrips shall be covered if there is danger of persons contacting the trolley wire.  
§ 57.14161 Makeshift couplings.  
Couplings used on underground rail equipment shall be designed for that equipment, except that makeshift couplings may be used to move disabled rail equipment for repairs if no hazard to persons is created.  
§ 57.14162 Trip lights.  
On underground rail haulage, trip lights shall be used on the rear of pulled trips and on the front of pushed trips.  
SAFETY PRACTICES AND OPERATIONAL PROCEDURES  
§ 57.14200 Warnings prior to starting or moving equipment.  
Before starting crushers or moving self-propelled mobile equipment, equipment operators shall sound a warning that is audible above the surrounding noise level or use other effective means to warn all persons who could be exposed to a hazard from the equipment.  
§ 57.14201 Conveyor start-up warnings.  
(a) When the entire length of a conveyor is visible from the starting switch, the conveyor operator shall visually check to make certain that all persons are in the clear before starting the conveyor.  
(b) When the entire length of the conveyor is not visible from the starting switch, a system which provides visible or audible warning shall be installed and operated to warn persons that the conveyor will be started. Within 30 seconds after the warning is given, the conveyor shall be started or a second warning shall be given.  
§ 57.14202 Manual cleaning of conveyor pulleys.  
Pulleys of conveyors shall not be cleaned manually while the conveyor is in motion.  
§ 57.14203 Application of belt dressing.  
Belt dressings shall not be applied manually while belts are in motion unless a pressurized-type applicator is used that allows the dressing to be applied from outside the guards.  
§ 57.14204 Machinery lubrication.  
Machinery or equipment shall not be lubricated manually while it is in motion where application of the lubricant may expose persons to injury.  
§ 57.14205 Machinery, equipment, and tools.  
Machinery, equipment, and tools shall not be used beyond the design capacity intended by the manufacturer, where such use may create a hazard to persons.  
§ 57.14206 Securing movable parts.  
(a) When moving mobile equipment between workplaces, booms, forks, buckets, beds, and similar movable parts of the equipment shall be positioned in the travel mode and, if required for safe travel, mechanically secured.  
(b) When mobile equipment is unattended or not in use, dippers, buckets and scraper blades shall be lowered to the ground. Other movable parts, such as booms, shall be mechanically secured or positioned to prevent movement which would create a hazard to persons.  
§ 57.14207 Parking procedures for unattended equipment.  
Mobile equipment shall not be left unattended unless the controls are placed in the park position and the