Coast Guard, DHS

in lieu of lights approved under 46 CFR 161.012.


PART 145—FIRE-FIGHTING EQUIPMENT

Sec.
145.01 Portable and semi-portable fire extinguishers.
145.05 Classification of fire extinguishers.
145.10 Locations and number of fire extinguishers required.


§ 145.01 Portable and semi-portable fire extinguishers.

On all manned platforms and on all unmanned platforms where crews are continuously working on a 24-hour basis, approved type portable fire extinguishers and/or approved type semi-portable fire extinguishers shall be installed and maintained. On all unmanned platforms where crews are not continuously working on a 24-hour basis, approved type portable fire extinguishers and/or approved type semi-portable fire extinguishers are required to be installed and maintained only when crews are working thereon.

(CGFR 56-4, 21 FR 903, Feb. 9, 1956)

§ 145.05 Classification of fire extinguishers.

(a) Portable and semi-portable extinguishers shall be classified by a combination letter and number symbol. The letter indicating the type of fire which the unit could be expected to extinguish, and the number indicating the relative size of the unit.

(b) The types of fire will be designated as follows:

1. “A” for fires in ordinary combustible materials where the quenching and cooling effects of quantities of water, or solutions containing large percentages of water, are of first importance.

2. “B” for fires in flammable liquids, greases, etc., where a blanketing effect is essential.

3. “C” for fires in electrical equipment where the use of a non-conducting extinguishing agent is of first importance.

(c) The number designations for size will start with “I” for the smallest to “V” for the largest. Sizes I and II are considered portable extinguishers. Sizes III, IV and V are considered semi-portable extinguishers which shall be fitted with suitable hose and nozzle or other practicable means so that all portions of the space concerned may be covered. Examples of size graduations for some of the typical portable and semi-portable extinguishers are set forth in Table 145.05(c).

(CGFR 56-4, 21 FR 903, Feb. 9, 1956, as amended by CGFR 58-28, 23 FR 6880, Sept. 6, 1958)

§ 145.10 Locations and number of fire extinguishers required.

(a) Approved portable and semi-portable extinguishers shall be installed in accordance with Table 145.10(a).

(b) Semi-portable extinguishers shall be located in the open so as to be readily seen.
TABLE 145.10(A)—PORTABLE AND SEMI-PORTABLE EXTINGUISHERS

<table>
<thead>
<tr>
<th>Space</th>
<th>Classification</th>
<th>Quantity and location</th>
</tr>
</thead>
<tbody>
<tr>
<td>SAFETY AREAS</td>
<td></td>
<td></td>
</tr>
<tr>
<td>Communicating corridors</td>
<td>A-II</td>
<td>1 in each main corridor not more than 150 feet apart. (May be located in stairways.)</td>
</tr>
<tr>
<td>Radio room</td>
<td>C-II</td>
<td>1 in vicinity of exit.</td>
</tr>
<tr>
<td>Radio room</td>
<td></td>
<td></td>
</tr>
<tr>
<td>ACCOMMODATIONS</td>
<td></td>
<td></td>
</tr>
<tr>
<td>Sleeping accommodations</td>
<td>A-II</td>
<td>1 in each sleeping accommodation space. (Where occupied by more than 4 persons.)</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>SERVICES SPACES</td>
<td></td>
<td></td>
</tr>
<tr>
<td>Storerooms</td>
<td>A-II</td>
<td>1 for each 2,500 square feet or fraction thereof located in vicinity of exits, either inside or outside of spaces.</td>
</tr>
<tr>
<td>Storerooms</td>
<td></td>
<td></td>
</tr>
<tr>
<td>Galley</td>
<td>B-II or C-II</td>
<td>1 for each 2,500 square feet or fraction thereof for hazards involved.</td>
</tr>
<tr>
<td>MACHINERY SPACES</td>
<td></td>
<td></td>
</tr>
<tr>
<td>Gas-fired boilers</td>
<td>B-II (CO₂ or dry chemical).</td>
<td>2 required.</td>
</tr>
<tr>
<td>Gas-fired boilers</td>
<td>B-V</td>
<td>1 required.</td>
</tr>
<tr>
<td>Oil-fired boilers</td>
<td>B-II</td>
<td>2 required.</td>
</tr>
<tr>
<td>Oil-fired boilers</td>
<td>B-V</td>
<td>2 required.</td>
</tr>
<tr>
<td>Internal combustion or gas turbine engines</td>
<td>B-II</td>
<td>1 for each engine.</td>
</tr>
<tr>
<td>Electric motors or generators of open type</td>
<td>C-II</td>
<td>1 for each 2 motors or generators.</td>
</tr>
</tbody>
</table>

1 Not required where a fixed carbon dioxide system is installed.
2 When installation is on weather deck or open to atmosphere at all times 1 B-II for each three engines is allowable.
3 Small electrical appliances, such as fans, etc., shall not be counted or used as basis for determining number of extinguishers required.

[CGFR 56-4, 21 FR 903, Feb. 9, 1956]

PART 146—OPERATIONS

Subpart A—OCS Facilities

Sec.
146.1 Applicability.
146.5 Person in charge.
146.10 Notice of new facilities.
146.15 Maintenance of emergency equipment.
146.20 Work vests.
146.30 Notice of casualties.
146.35 Written report of casualty.
146.40 Diving casualties.
146.45 Pollution incidents.

Subpart B—Manned OCS Facilities

146.101 Applicability.
146.102 Definitions.
146.103 Safety and Security notice of arrival for U.S. floating facilities.
146.104 Safety and Security notice of arrival for foreign floating facilities.
146.105 General alarm system.
146.110 Emergency signals.
146.115 Duties of personnel during an emergency.
146.120 Manning of survival craft.
146.125 Emergency drills.
146.130 Station bill.
146.135 Markings for emergency equipment.
146.140 Emergency Evacuation Plan.

Subpart C—Mobile Offshore Drilling Units

146.200 Definitions.
146.201 Applicability.
146.202 Notice of arrival or relocation of MODUs on the OCS.
146.203 Requirements for U.S. and undocumented MODUs.
146.205 Requirements for foreign MODUs.
146.210 Emergency Evacuation Plan.
146.215 Safety and Security notice of arrival for U.S. or foreign MODUs.

Subpart D—Vessels—Notice of Casualty

146.301 Applicability.
146.303 Notice and written report of casualties.

Subpart E—Vessels—Safety and Security Notice of Arrival

146.401 Applicability.
146.402 Definitions.
146.405 Safety and Security notice of arrival for vessels arriving at a place on the OCS.
