§ 63.2996 What must I monitor?
You must monitor the parameters listed in table 1 of this subpart and any other parameters specified in your OMM plan. The parameters must be monitored, at a minimum, at the corresponding frequencies listed in table 1 of this subpart.

§ 63.2997 What are the requirements for monitoring devices?
(a) If formaldehyde emissions are controlled using a thermal oxidizer, you must meet the requirements in paragraphs (a)(1) and (2) of this section:
   (1) Install, calibrate, maintain, and operate a device to monitor and record continuously the thermal oxidizer temperature at the exit of the combustion zone before any substantial heat exchange occurs or at the location consistent with the manufacturer’s recommendations.
   (2) Continuously monitor the thermal oxidizer temperature and determine and record the average temperature in 15-minute and 3-hour block averages. You may determine the average temperature more frequently than every 15 minutes and every 3 hours, but not less frequently.
   (b) If formaldehyde emissions are controlled by process modifications or a control device other than a thermal oxidizer, you must install, calibrate, maintain, and operate devices to monitor the parameters established in your OMM plan at the frequency established in the plan.

NOTIFICATIONS, REPORTS, AND RECORDS
§ 63.2998 What records must I maintain?
You must maintain records according to the procedures of §63.10. You must maintain the records listed in paragraphs (a) through (g) of this section.
   (a) All records required by §63.10. Table 2 of this subpart presents the applicable requirements of the general provisions.
   (b) The OMM plan.
   (c) Records of values of monitored parameters listed in table 1 of this subpart to show continuous compliance with each operating limit specified in table 1 of this subpart.
   (d) Records of maintenance and inspections performed on the control devices.
   (e) If an operating parameter deviation occurs, you must record:
      (1) The date, time, and duration of the operating parameter deviation;
      (2) A brief description of the cause of the operating parameter deviation;
      (3) The dates and times at which corrective actions were initiated and completed;
      (4) A brief description of the corrective actions taken to return the parameter to the limit or to within the range specified in the OMM plan; and
      (5) A record of whether the deviation occurred during a period of startup, shutdown, or malfunction.
   (f) Keep all records specified in §63.6(e)(3)(iii) through (v) related to startup, shutdown, and malfunction.
   (g) If you operate your process or control device under alternative operating condition and have established operating limits for each condition as specified in §63.2989(c), then you must keep records of the date and time you changed operations from one condition to another, the condition under which you are operating, and the applicable operating limits for that condition.

§ 63.2999 In what form and for how long must I maintain records?
   (a) You must maintain each record required by this subpart for 5 years. You must maintain the most recent 2 years of records at the facility. The remaining 3 years of records may be retained offsite.
   (b) Your records must be readily available and in a form so they can be easily inspected and reviewed. You can keep the records on paper or an alternative media, such as microfilm, computer, computer disks, magnetic tape, or on microfiche.

§ 63.3000 What notifications and reports must I submit?
   (a) You must submit all notifications and reports required by the applicable general provisions and this section. Table 2 of this subpart presents the applicable requirements of the general provisions.