(2) You must demonstrate that the SSI unit meets the operating limit for bag leak detection systems as follows:
   (i) For a bag leak detection system, you must calculate the alarm time as follows:
      (A) If inspection of the fabric filter demonstrates that no corrective action is required, no alarm time is counted.
      (B) If corrective action is required, each alarm time shall be counted as a minimum of 1 hour.
      (C) If you take longer than 1 hour to initiate corrective action, each alarm time (i.e., time that the alarm sounds) is counted as the actual amount of time taken by you to initiate corrective action.
   (ii) Your maximum alarm time is equal to 5 percent of the operating time during a 6-month period, as specified in §60.4850(c).
(b) Operation above the established maximum, below the established minimum, or outside the allowable range of the operating limits specified in paragraph (a) of this section constitutes a deviation from your operating limits established under this subpart, except during performance tests conducted to determine compliance with the emission and operating limits or to establish new operating limits. You must submit the deviation report specified in §60.4915(e) for each instance that you did not meet one of your operating limits established under this subpart.
(c) You must submit the annual compliance report specified in §60.4915(d) to demonstrate continuous compliance.
(d) You must confirm your operating limits according to paragraph (d)(1) of this section or re-establish operating limits according to paragraph (d)(2) of this section. Your operating limits must be established so as to assure ongoing compliance with the emission limits. These requirements also apply to your operating requirements in your fugitive emissions monitoring plan specified in §60.4850(d).
   (1) Your operating limits must be based on operating data recorded during any performance test required in §60.4885(a) or any performance evaluation required in §60.4885(b)(6).
   (2) You may conduct a repeat performance test at any time to establish new values for the operating limits to apply from that point forward.
§ 60.4895 By what date must I conduct annual air pollution control device inspections and make any necessary repairs?
   (a) You must conduct an annual inspection of each air pollution control device used to comply with the emission limits, according to §60.4900(c), no later than 12 months following the previous annual air pollution control device inspection.
   (b) Within 10 operating days following an air pollution control device inspection, all necessary repairs must be completed unless you obtain written approval from the Administrator establishing a date whereby all necessary repairs of the affected SSI unit must be completed.

PERFORMANCE TESTING, MONITORING, AND CALIBRATION REQUIREMENTS
§ 60.4900 What are the performance testing, monitoring, and calibration requirements for compliance with the emission limits and standards?
You must meet, as applicable, the performance testing requirements specified in paragraph (a) of this section, the monitoring requirements specified in paragraph (b) of this section, the air pollution control device inspections requirements specified in paragraph (c) of this section, and the bypass stack provisions specified in paragraph (d) of this section.
   (a) Performance testing requirements.
      (1) All performance tests must consist of a minimum of three test runs conducted under conditions representative of normal operations, as specified in §60.8(c). Emissions in excess of the emission limits or standards during periods of startup, shutdown, and malfunction are considered deviations from the applicable emission limits or standards.
      (2) You must document that the dry sludge burned during the performance test is representative of the sludge burned under normal operating conditions by: