Coast Guard, DHS

which may have been found necessary
during construction or testing. If the
manufacturer desires more than one
set of approved plans, additional copies
shall be submitted at that time.

(d) Upon receipt of corrected draw-
ings, material affidavits, and satisfac-
tory test report, the Commandant will
issue a certificate of approval. No
change shall be made in the design or
construction without first receiving
permission of the Commandant via the
Commander of the Coast Guard Dis-
trict in which the lifeboat winch is
built.

[CGFR 49–18, 14 FR 5112, Aug. 17, 1949, as
amended by CGFR 58–31, 23 FR 6884, Sept. 6,
1958]

Subpart 160.016—Lamps, Safety,
Flame, for Merchant Vessels

SOURCE: CGFR 50–12, 15 FR 3093, May 20,
1950, unless otherwise noted.

§ 160.016–1 Applicable specification.

(a) The following specification of the
issue in effect on the date flame safety
lamps are manufactured forms a part
of this subpart:
(1) Military specification:
MIL-L-1204, Lamps, Safety, Flame.

(b) A copy of the above specification
shall be kept on file by the manufac-
turer together with the approved plan
and certificate of approval issued by
the Coast Guard.

§ 160.016–2 Requirements.

(a) Flame safety lamps for use on
merchant vessels shall comply with the
construction requirements of Military
Specification MIL-L-1204.

(b) [Reserved]

§ 160.016–4 Marking.

(a) Flame safety lamps shall be per-
manently and legibly marked with the
name and address of the manufacturer
and the type or model designation for
the lamp.

(b) [Reserved]

§ 160.016–5 Procedure for approval.

(a) General. Flame safety lamps are
approved for use on merchant vessels
only by the Commandant, United
States Coast Guard, Washington, DC
20226. Correspondence relating to the
subject matter of this specification
shall be addressed to the Commander of
the Coast Guard District in which such
devices are manufactured.

(b) Pre-approval sample and plan. In
order to apply for approval of a flame
safety lamp for use on merchant ves-
sels, submit one complete sample, to-
gether with four copies of an arrange-
ment plan (parts drawings are not re-
quired), together with a statement that
the lamp meets the construction re-
quirements of Military Specification
MIL-L-1204, as amended, to the Com-
mander of the Coast Guard District
who will forward same to the Com-
mandant for determination as to its
suitability for use on merchant vessels.

Subpart 160.017—Chain Ladder

SOURCE: CGD 74–140, 46 FR 63286, Dec. 31,
1981, unless otherwise noted.

§ 160.017–1 Scope.

(a) This subpart contains standards
and approval and production tests for
chain ladders used on a merchant ves-
sel to get on and off the vessel in an
emergency.

(b) The requirements in this subpart
apply to a chain ladder designed for use
along a vertical portion of a vessel’s
hull.

§ 160.017–7 Independent laboratory.
The approval and production tests in
this subpart must be conducted by or
under the supervision of an inde-
pendent laboratory accepted by the
Coast Guard under subpart 159.010 of
this chapter.

§ 160.017–9 Approval procedure.

(a) General. A chain ladder is ap-
proved by the Coast Guard under the
procedures in subpart 159.010 of this
chapter.

(b) Approval testing. Each approval
test must be conducted in accordance
with §160.017–21.