Items in the ship’s outfit, such as ground tackle, navigation lights, compass, etc., which are required to be carried by the regulations in this subchapter are examined and tested as necessary to determine that they are fit the service intended.

(b) Approved work vests, where carried, are inspected as provided in §169.556.

§169.255 Sanitary inspection.
At each inspection for certification, periodic inspection, and annual inspection quarters, toilet and washing spaces, galleys, serving pantries, lockers, etc., are examined to determine that they are serviceable and in a sanitary condition.

§169.257 Unsafe practices.
(a) At each inspection for certification, periodic inspection, and annual inspection, and at every other vessel inspection all observed unsafe practices and hazardous situations must be corrected.
(b) At each inspection for certification, periodic inspection, annual inspection, and at every other vessel inspection the bilges and other spaces are examined to see that there is no accumulation of oil or other matter which might create a fire hazard.

§169.259 Limitations of inspections.
The OCMI may require that a vessel and its equipment meet any test or inspection deemed necessary to determine that they are suitable for the service in which they are to be employed.

Subpart 169.300—Construction and Arrangement

PLANS

§169.305 Plans required.
(a) Except as provided in paragraphs (b) and (c) of this section the owner or builder shall, before the start of construction or before the initial inspection of the vessel, submit to the Officer in Charge, Marine Inspection the following plans:

1. Midship section.
2. Outboard profile.
3. Inboard profile.
4. Arrangement of decks.
5. Lifesaving equipment installation and arrangement.
7. Electrical installation.
8. Fire control plan.
10. Piping systems.
11. Hull penetrations and shell connections.
12. Lines and offsets, curves of form, and capacities of the tanks including size and location on vessel.
13. Masts, including integration into the ship’s structure.
14. Rigging plan showing sail areas and centers of effort as well as the arrangement, dimensions, and connections of the standing rigging.

(b) For vessels less than 65 feet in length, the owner may submit specifications, sketches, photographs, line drawings or written descriptions in lieu of any of the required drawings provided the required information is adequately detailed and acceptable to the Officer in Charge, Marine Inspection.

(c) The Officer in Charge, Marine Inspection, may waive submission of some or all of the structural plans called for by paragraph (a) of this section for an existing vessel with a history of at least 5 years of safe operation, or if the design and construction of the vessel are essentially similar to a vessel which has a proven record of safe operation in similar service upon similar waters.

§169.307 Plans for sister vessels.
Plans are not required for any vessel which is a sister ship to a vessel, provided that—

(a) The approved plans for the original vessels are already on file at any Marine Inspection Office;
(b) The owner of the plans authorizes their use for the new construction;
(c) The regulations have not changed since the original plan approval; and