prevent the asbestos-containing brake dust from becoming airborne.
(3) The aqueous solution shall be allowed to flow between the brake drum and brake support before the drum is removed.
(4) After removing the brake drum, the wheel hub and back of the brake assembly shall be thoroughly wetted to suppress dust.
(5) The brake support plate, brake shoes and brake components used to attach the brake shoes shall be thoroughly washed before removing the old shoes.
(6) In systems using filters, the filters, when full, shall be first wetted with a fine mist of water, then removed and placed immediately in an impermeable container, labeled according to paragraph (k)(8) of this section and disposed of according to paragraph (l) of this section.
(7) Any spills of asbestos-containing aqueous solution or any asbestos-containing waste material shall be cleaned up immediately according to paragraph (l) of this section.
(8) The use of dry brushing during low pressure/wet cleaning operations is prohibited.

[C] Equivalent Methods
An equivalent method is one which has sufficient written detail so that it can be reproduced and has been demonstrated that the exposures resulting from the equivalent method are equal to or less than the exposures which would result from the use of the method described in paragraph [A] of this appendix. For purposes of making this comparison, the employer shall assume that exposures resulting from the use of the method described in paragraph [A] of this appendix shall not exceed 0.016 f/cc, as measured by the OSHA reference method and as averaged over at least 18 personal samples.

[D] Wet Method
(1) A spray bottle, hose nozzle, or other implement capable of delivering a fine mist of water or amended water or other delivery system capable of delivering water at low pressure, shall be used to first thoroughly wet the brake and clutch parts. Brake and clutch components shall then be wiped clean with a cloth.
(2) The cloth shall be placed in an impermeable container, labeled according to paragraph (k)(8) of this section and then disposed of according to paragraph (l) of this section, or the cloth shall be laundered in a way to prevent the release of asbestos fibers in excess of 0.1 fiber per cubic centimeter of air.
(3) Any spills of solvent or any asbestos containing waste material shall be cleaned up immediately according to paragraph (l) of this section.

(4) The use of dry brushing during the wet method operations is prohibited.

§ 1915.1002 Coal tar pitch volatiles; interpretation of term.
Note: The requirements applicable to shipyard employment under this section are identical to those set forth at §1910.1002 of this chapter.

§ 1915.1003 13 carcinogens (4–Nitrobiphenyl, etc.).
Note: The requirements applicable to shipyard employment under this section are identical to those set forth at §1910.1003 of this chapter.

§ 1915.1004 alpha-Naphthylamine.
Note: The requirements applicable to shipyard employment under this section are identical to those set forth at §1910.1004 of this chapter.

§ 1915.1005 [Reserved]

§ 1915.1006 Methyl chloromethyl ether.
Note: The requirements applicable to shipyard employment under this section are identical to those set forth at §1910.1006 of this chapter.

§ 1915.1007 3,3′-Dichlorobenzidiene (and its salts).
Note: The requirements applicable to shipyard employment under this section are identical to those set forth at §1910.1007 of this chapter.

§ 1915.1008 bis-Chloromethyl ether.
Note: The requirements applicable to shipyard employment under this section are identical to those set forth at §1910.1008 of this chapter.