(b) **Warning sign at gangway.** A sign shall be displayed to warn persons approaching the gangway, while a vessel is moored or anchored unless it is empty and gas-free. The sign shall state in letters not less than 2 inches high substantially as follows:

**Warning**

- No open lights.
- No smoking.
- No visitors.

(c) **Warning sign in radio room.** A sign shall be placed in radio room warning against the use of radio equipment during transfer of Grade A, B, or C liquids, except by permission of senior deck officer.

(d) **Matches.** The use of other than safety matches is forbidden aboard tank vessels at all times.

§ 35.30–10 Cargo tank hatches, ullage holes, and Butterworth plates—TB/ALL.

No cargo tank hatches, ullage holes, or Butterworth plates shall be opened or shall remain open without flame screens, except under the supervision of the senior members of the crew on duty, unless the tank opened is gas free.

§ 35.30–15 Combustible gas indicator—TB/ALL.

(a) The provisions of this section shall apply only to United States flag vessels.

(b) Manned tank barges and tankships authorized to carry Grade A, B, C, or D liquids at any temperature, or Grade E liquids at elevated temperatures, shall be provided with a combustible gas indicator suitable for determining the presence of explosive concentrations of the cargo carried. An indicator which bears the label of Underwriters’ Laboratories Inc., Factory Mutual Engineering Division, or other organizations acceptable to the Commandant will be accepted as meeting this requirement.

§ 35.30–20 Emergency equipment—TB/ALL.

(a) Two emergency outfits, stored for use in widely separated, accessible locations, are required for the following:

1. All tankships on international voyage.
2. All tankships over 1,000 gross tons.