§ 108.213 Heating requirements.
(a) Each accommodation space must be heated by a heating system that can maintain at least 20 °C (68 °F).
(b) Radiators and other heating apparatuses must be constructed, located or shielded so as to avoid risk of:
(1) Fire;
(2) Danger; and
(3) Discomfort

to the occupants of each accommodation space.
(c) Each exposed pipe in an accommodation space, leading to a radiator or other heating apparatus must be insulated.

§ 108.215 Insect screens.
(a) Accommodation spaces must be protected against the admission of insects.
(b) Insect screens must be installed when natural ventilation is provided.

§ 108.217 Guardrails and bulwarks.
(a) Each unit must have guardrails or bulwarks along the edge of the bridge, of each deck, and of each deck opening.
(b) Each guardrail and bulwark must extend at least one meter (39.37 inches) above the deck except where this height may interfere with the normal operation of the unit, a lesser height may be approved.
(c) Removable guardrails may be installed where operating conditions warrant their use.

§ 108.219 Guardrails.
(a) Except for exposed peripheries of a freeboard or superstructure deck, each guardrail must have at least two evenly spaced courses.
(b) At exposed peripheries of a freeboard or superstructure deck, each guardrail must have at least three courses not more than 38 centimeters (15 in.) apart with the lowest course

§ 108.235 Construction.
(a) Each helicopter deck must be designed to accommodate the loadings