§ 133.07 Additional equipment and requirements.

§ 133.09 Equivalents.

§ 133.10 Applicability.

§ 133.20 Exemptions.

§ 133.40 Evaluation, testing and approval of lifesaving appliances and arrangements.

§ 133.45 Tests and inspections of lifesaving equipment and arrangements.

Subpart B—Requirements for All OSVs

§ 133.60 Communications.

§ 133.70 Personal lifesaving appliances.

§ 133.80 Emergency instructions.

§ 133.90 Operating instructions.

§ 133.105 Survival craft.

§ 133.110 Survival craft muster and embarkation arrangements.

§ 133.120 Launching stations.

§ 133.130 Stowage of survival craft.

§ 133.135 Rescue boats.

§ 133.140 Stowage of rescue boats.

§ 133.145 Marine evacuation system launching arrangements.

§ 133.150 Survival craft launching and recovery arrangements: General.

§ 133.153 Survival craft launching and recovery arrangements using falls and a winch.

§ 133.160 Rescue boat embarkation, launching and recovery arrangements.

§ 133.170 Line-throwing appliance.

§ 133.175 Survival craft and rescue boat equipment.


SOURCE: CGD 84–069, 61 FR 25304, May 20, 1996, unless otherwise noted.

Subpart A—General

§ 133.03 Relationship to international standards.

This subpart and subpart B of this part are based on Chapter III, SOLAS. Section numbers in this subpart and subpart B of this part are generally related to the regulation numbers in Chapter III, SOLAS, but paragraph designations are not related to the numbering in Chapter III, SOLAS. To find the corresponding Chapter III, SOLAS regulation for this subpart and subpart B of this part, beginning with §133.10, divide the section number following the decimal point by 10.

§ 133.07 Additional equipment and requirements.

The OCMI may require an OSV to carry specialized or additional lifesaving equipment other than as required in this part if the OCMI determines that the conditions of a voyage present uniquely hazardous circumstances which are not adequately addressed by existing requirements.

§ 133.09 Equivalents.

When this part requires a particular fitting, material, or lifesaving appliance or arrangement, the Commandant (CG–ENG) may accept any other fitting, material, or lifesaving appliance or arrangement that is at least as effective as that required by this part. The Commandant may require engineering evaluations and tests to determine the equivalent effectiveness of the substitute fitting, material, or lifesaving appliance or arrangement.


§ 133.10 Applicability.

(a) Unless expressly provided otherwise in this part, this part applies to all inspected OSVs of the United States flag, including liftboats.

(b) Offshore supply vessels which were constructed prior to October 1, 1996, must—

(1) By October 1, 1997, meet the requirements of §§133.60(a), 133.80, and 133.90;

(2) By October 1, 1997, fit retro-reflective material on all floating appliances, lifejackets, and immersion suits; and

(3) Offshore supply vessels may retain the arrangement of lifeboats, lifeboat davits, winches, inflatable liferafts, liferaft launching equipment, rescue boats, lifefloats, and buoyant apparatus previously required and approved for the OSV, as long as the arrangement or appliance is maintained in good condition to the satisfaction of the OCMI.

(c) When any lifesaving appliance or arrangement on an OSV subject to this part is replaced, or when the OSV undergoes repairs, alterations, or modifications of a major character involving replacement of, or any addition to, the existing lifesaving appliances or arrangements, each new lifesaving appliance and arrangement must meet the