§ 199.240 Muster stations.

Each passenger vessel must, in addition to meeting the requirements of §199.110, have muster stations that—

(a) Are near the embarkation stations, unless a muster station is also an embarkation station;
(b) Permit ready access to the embarkation station, unless a muster station is also an embarkation station; and
(c) Have sufficient room to marshal and instruct passengers and special personnel.

§ 199.245 Survival craft embarkation and launching arrangements.

(a) Each davit-launched liferaft must be arranged to be rapidly boarded by its full complement of persons. 
(b) All survival craft required for abandonment by the total number of persons on board must be capable of being launched with the survival crafts’ full complement of persons and equipment within a period of 30 minutes from the time the abandon-ship signal is given.

§ 199.250 Drills.

(a) An abandon-ship drill and a fire drill, as described in §199.180, must be conducted on each passenger vessel at least weekly.
(b) The entire crew does not have to be involved in every drill, but each crewmember must participate in an abandon-ship drill and a fire drill each month.
(c) Passengers and special personnel must be strongly encouraged to attend abandon-ship and fire drills.

Subpart D—Additional Requirements for Cargo Vessels

§ 199.260 General.

Cargo vessels and special purpose vessels, as described in §199.10(f), must meet the requirements in this subpart in addition to the requirements in subparts A and B of this part.


§ 199.261 Survival craft.

(a) Each survival craft must be approved and equipped as follows:

(1) Each lifeboat must be a totally enclosed lifeboat approved under approval series 160.135 and equipped as specified in table 199.175 of this part.
(2) Each inflatable liferaft must be approved under approval series 160.151 and be equipped with a SOLAS A pack.
(3) Each rigid liferaft must be approved under approval series 160.118 and be equipped as specified in table 199.175 of this part.
(4) Each liferaft must have a capacity of six persons or more.
(5) Each marine evacuation system must be approved under approval series 160.175.
(b) Each cargo vessel must carry—
(1) On each side of the vessel, lifeboats with an aggregate capacity sufficient to accommodate the total number of persons on board; and
(2) Liferafts—
(i) With an aggregate capacity sufficient to accommodate the total number of persons on board and that are stowed in a position providing for easy side-to-side transfer at a single open deck level; or
(ii) With an aggregate capacity on each side sufficient to accommodate the total number of persons on board.
(c) A cargo vessel is not required to meet the requirements of paragraph (b) of this section if it carries—
(1) Lifeboats capable of being free-fall launched over the stern of the vessel that have an aggregate capacity sufficient to accommodate the total number of persons on board; and
(2) On each side of the vessel, liferafts with an aggregate capacity sufficient to accommodate the total number of persons on board at least one side of the vessel being served by launching appliances or marine evacuation systems.
(d) Cargo vessels less than 85 meters (278 feet) in length, with the exception of tank vessels, are not required to meet paragraphs (b) or (c) of this section if they meet the following:
(1) On each side of the vessel—
(i) Liferafts are carried with an aggregate capacity sufficient to accommodate the total number of persons on board and are stowed in a position providing for easy side-to-side transfer at a single open deck level; or