from the designated officials of affected States or affected Indian tribes will be provided within 30 days after receipt of the written requests. In performing any study of an area for the purpose of determining the suitability of such area for the development of a repository, the DOE shall consult and cooperate with the Governor and the legislature of an affected State and the governing body of an affected Indian tribe in an effort to resolve concerns regarding public health and safety, environmental impacts, socioeconomic impacts, and technical aspects of the siting process. After notifying affected States and affected Indian tribes that potentially acceptable sites have been identified, or that a site has been approved for characterization, the DOE shall seek to enter into binding written agreements with such affected States or affected Indian tribes in accordance with the requirements of the Act. The DOE shall also consult, as appropriate, with other Federal agencies.

§ 960.4–1 System guideline.

(a) Qualifying Condition. The geologic setting at the site shall allow for the physical separation of radioactive waste from the accessible environment after closure in accordance with the requirements of 40 CFR part 191, subpart B, as implemented by the provisions of 10 CFR part 60. The geologic setting at the site will allow for the use of engineered barriers to ensure compliance with the requirements of 40 CFR part 191 and 10 CFR part 60 (see appendix I of this part).

§ 960.4–2 Technical guidelines.

The technical guidelines in this subpart set forth qualifying, favorable, potentially adverse, and, in five guidelines, disqualifying conditions on the characteristics, processes, and events that may influence the performance of a repository system after closure. The favorable conditions and the potentially adverse conditions under each guideline are not listed in any assumed order of importance. Potentially adverse conditions will be considered if they affect waste isolation within the controlled area even though such conditions may occur outside the controlled area. The technical guidelines that follow establish conditions that shall be considered in determining compliance with the qualifying condition of the postclosure system guideline. For each technical guideline, an evaluation of qualification or disqualification shall be made in accordance with the requirements specified in subpart B.

§ 960.4–2–1 Geohydrology.

(a) Qualifying condition. The present and expected geohydrologic setting of a site shall be compatible with waste containment and isolation. The geohydrologic setting, considering the characteristics of and the processes operating within the geologic setting, shall permit compliance with (1) the requirements specified in §960.4–1 for radionuclide releases to the accessible environment and (2) the requirements specified in 10 CFR 60.113 for radionuclide releases from the engineered-barrier system using reasonably available technology.