safe and orderly emergency evacuation of employees.

(2) The employer shall review the plan with each employee covered by the plan at the following times:
   (i) Initially when the plan is developed;
   (ii) Whenever the employee’s responsibilities or designated actions under the plan change; and
   (iii) Whenever the plan is changed.

(3) The employer shall review with each employee upon initial assignment those parts of the plan that the employee must know to protect the employee in the event of an emergency. The written plan shall be kept at the workplace and made available for employee review. Employers with 10 or fewer employees may communicate the plan orally to employees and need not maintain a written plan.

§ 1918.101 Eye and face protection.
(a) The employer shall ensure that:
   (1)(i) Employers must ensure that each employee uses appropriate eye and/or face protection when the employee is exposed to an eye or face hazard, and that protective eye and face devices comply with any of the following consensus standards:
      (A) ANSI Z87.1–2003, “American National Standard Practice for Occupational and Educational Eye and Face Protection,” which is incorporated by reference in §1918.3;
      (B) ANSI Z87.1–1989 (R1998), “American National Standard Practice for Occupational and Educational Eye and Face Protection,” which is incorporated by reference in §1918.3; or
      (C) ANSI Z87.1–1989, “American National Standard Practice for Occupational and Educational Eye and Face Protection,” which is incorporated by reference in §1918.3.
   (ii) Protective eye and face protection devices that the employer demonstrates are at least as effective as protective eye and face protection devices that are constructed in accordance with one of the above consensus standards will be deemed to be in compliance with the requirements of this section.
   (2) For an employee wearing corrective glasses, eye protection equipment required by paragraph (a)(1) of this section shall be of the type that can be worn over glasses. Prescription-ground safety lenses may be substituted if they provide equivalent protection.
   (b) Eye protection shall be maintained in good condition.
   (c) Used eye protection shall be cleaned and disinfected before issuance to another employee.

§ 1918.102 Respiratory protection.
(See §1918.1(b)(8)).

§ 1918.103 Head protection.
(a) The employer shall ensure that each affected employee wears a protective helmet when working in areas where there is a potential for injury to the head from falling objects.
   (b)(1) The employer must ensure that head protection complies with any of the following consensus standards:
      (ii) American National Standards Institute (ANSI) Z89.1–2003, “American National Standard for Industrial Head Protection,” incorporated by reference in §1918.3; or
   (2) Head protection devices that the employer demonstrates are at least as effective as head protection devices that are constructed in accordance with one of the above consensus standards will be deemed to be in compliance with the requirements of this section.
   (c) Previously worn protective hats shall be cleaned and disinfected before