Subpart 97.10—Persons Allowed in Pilothouse and on Navigation Bridge

§ 97.10–1 Application.
(a) The provisions of this subpart shall apply to all vessels carrying passengers.

§ 97.10–5 Persons excluded.
Masters and pilots shall exclude from the pilothouse and navigation bridge while underway, all persons not connected with the navigation of the vessel. However, licensed officers of vessels, persons regularly engaged in training, regulating, evaluating, or learning the profession of pilot, officials of the United States Coast Guard, United States Navy, National Imagery and Mapping Agency, National Ocean Service, United States Army Corps of Engineers, Maritime Administration, and National Transportation Safety Board may be allowed in the pilothouse or upon the navigation bridge upon the responsibility of the master or pilot.

§ 97.11–1 Posting.
If a stability letter is issued under § 170.120 of this chapter, it must be posted under glass or other suitable transparent material in the pilothouse of the vessel.

§ 97.12–1 Definition of a bulk solid cargo.
(a) A bulk solid cargo—
(1) Consists of particles, granules, or larger pieces of material generally uniform in composition;
(2) Is not grain; and
(3) Is loaded directly into a vessel’s cargo space with no intermediate form of containment.

(b) Additional requirements for bulk solid materials needing special handling are contained in Part 148 of this chapter.

§ 97.12–3 Guidance for the master.
(a) The owner or operator of a vessel must provide the master with safe loading and stowage information for each bulk solid cargo that vessel will carry.

(b) The shipper of a bulk solid cargo, as defined in § 148.3 of this chapter, must provide the master of a vessel with information regarding the nature of the cargo in advance of loading operations. Additional requirements in § 148.60 of this chapter may also apply.

§ 97.12–5 Bulk solid cargoes that may liquefy.
If the information provided in § 97.12–3(a) or (b) indicates that the bulk solid cargo to be carried is prone to liquefy during carriage, due to small particle sizes and moisture content, then the requirements contained in § 148.450 of this chapter apply.

Subpart 97.13—Station Bills

§ 97.13–1 Muster lists, emergency signals, and manning.
The requirements for muster lists, emergency signals, and manning must be in accordance with subchapter W (Lifesaving Appliances and Arrangements) of this chapter.

Subpart 97.15—Tests, Drills, and Inspections

§ 97.15–1 Application.
(a) Except as specifically noted, the provisions of this subpart shall apply to all vessels other than motorboats, and to all motorboats on an international voyage. Motorboats not on an international voyage shall meet the general intent of this subpart insofar as is reasonable and practicable with the exception that the logging of information is not required.