§ 80.1074 Radio maintenance personnel for at-sea maintenance.

(a) Ships that elect the at-sea option for maintenance of GMDSS equipment (see § 80.1105) must carry at least one person who qualifies as a GMDSS radio maintainer, as specified in paragraph (b) of this section, for the maintenance and repair of equipment specified in this subpart. This person may be, but need not be, the person designated as GMDSS radio operator as specified in § 80.1073.

(b) The following licenses qualify personnel as GMDSS radio maintainers to perform at-sea maintenance of equipment specified in this subpart. For the purposes of this subpart, no order is intended by this listing or the alphanumeric designator.

(1) DM: GMDSS Maintainer’s License;
(2) DB: GMDSS Operator’s/Maintainer’s License.

§ 80.1075 Radio records.

A record must be kept, as required by the Radio Regulations and § 80.409 (a), (b) and (e), of all incidents connected with the radiocommunication service which appear to be of importance to safety of life at sea.

§ 80.1077 Frequencies.

The following table describes the frequencies used in the Global Maritime Distress and Safety System:

<table>
<thead>
<tr>
<th>Alerting</th>
<th></th>
<th>1544–1545 MHz (space-to-Earth).</th>
</tr>
</thead>
<tbody>
<tr>
<td>406.0–406.1 MHz</td>
<td>EPIRBs</td>
<td>406.0–406.1 MHz (Earth-to-space).</td>
</tr>
</tbody>
</table>

VerDate Mar<15>2010 10:54 Jan 09, 2014 Jkt 229210 PO 00000 Frm 00164 Fmt 8010 Sfmt 8016 Q:\47\47V5.TXT ofr150 PsN: PC150