Pipeline and Hazardous Materials Safety Admin., DOT § 176.140

installation standards of 46 CFR chapter I, subchapter J.

§ 176.120 Lightning protection.
A lightning conductor grounded to the sea must be provided on any mast or similar structure on a vessel on which Class 1 (explosive) materials are stowed unless effective electrical bonding is provided between the sea and the mast or structure from its extremity and throughout to the main body of the hull structure. (Steel masts in ships of all welded construction comply with this requirement).

§§ 176.122–176.124 [Reserved]

§§ 176.128–176.136 [Reserved]

§ 176.137 Portable magazine.
(a) Each portable magazine used for the stowage of Class 1 (explosive) materials on board vessels must meet the following requirements:
(1) It must be weather-tight, constructed of wood or metal lined with wood at least 2 cm (0.787 inch) thick, and with a capacity of no more than 3.1 cubic m (110 cubic feet).
(2) All inner surfaces must be smooth and free of any protruding nails, screws or other projections.
(3) If constructed of wood, a portable magazine must be framed of nominal 5 cm x 10 cm (2 x 4 inch) lumber, and sheathed with nominal 20 mm (0.787 inch) thick boards or plywood.
(4) When constructed of metal, the metal must be not less than 3.2 mm (0.120 inch) thick.
(5) Runners, bearers, or skids must be provided to elevate the magazine at least 10 cm (3.9 inches) from the deck. Padeyes, ring bolts, or other suitable means must be provided for securing.
(6) If the portable magazine has a door or hinged cover, the door or cover must have a strong hasp and padlock or equally effective means of securing.
(7) The portable magazine must be marked on its top and four sides, in letters at least 8 cm (3 inches) high, as follows:
EXPLOSIVES—HANDLE CAREFULLY—KEEP LIGHTS AND FIRE AWAY.

(b) A portable magazine which meets the requirements for a type 2 or type 3 magazine under 27 CFR part 555 subpart K may be used for the stowage of Class 1 (explosive) materials on board vessels.
(c) A portable magazine with a capacity exceeding 3.1 m³ (110 cubic feet) may be used for the stowage of Class 1 (explosive) materials under such construction, handling, and stowage requirements as the COTP approves.

§ 176.138 Deck stowage.
(a) [Reserved]
(b) Class 1 (explosives) may not be stowed within a horizontal distance of 6 m (20 feet) from any source of heat and any possible sources of ignition. With the exception of division 1.4 (explosive) materials, Class 1 (explosives) materials may not be stowed within a horizontal distance of 12 m (39 feet) from the bridge, accommodation areas, and lifesaving appliances.

SEGREGATION

§ 176.140 Segregation from other classes of hazardous materials.
(a) Class 1 (explosive) materials must be segregated from other packaged hazardous materials in accordance with § 176.83.
(b) Class 1 (explosive) materials must be segregated from bulk solid dangerous cargoes in accordance with the IMDG Code (IBR, see § 171.7 of this subchapter). Notwithstanding § 176.83(b), ammonium nitrate and sodium nitrate may be stowed together with blasting explosives, except those containing chlorates, provided the mixed stowage is treated as blasting explosives (see § 176.410(e)).