Office of Procurement and Property Management, USDA

§ 3201.11 Roof coatings.

(a) Definition. Coatings formulated for use in commercial roof deck systems to provide a single-coat monolithic coating system.

(b) Minimum biobased content. The minimum biobased content is 20 percent and shall be based on the entire product.

(c) Preference effective date. No later than March 16, 2007, procuring agencies, in accordance with this part, will give a procurement preference for qualifying biobased roof coatings. By that date, Federal agencies that have the responsibility for drafting or reviewing specifications for items to be procured shall ensure that the relevant specifications require the use of biobased roof coatings.

(d) Determining overlap with an EPA-designated recovered content product. Qualifying biobased products that fall under this item may, in some cases, overlap with the following EPA-designated recovered content product: Roofing Materials. USDA is requesting that manufacturers of these qualifying biobased products provide information for the BioPreferred Web site of qualifying biobased products about the intended uses of the product, information on whether or not the product contains any type of recovered material, in addition to biobased ingredients, and performance standards against which the product has been tested. This information will assist Federal agencies in determining whether or not a qualifying biobased product overlaps with EPA-designated lubricating oils containing re-refined oil and which product should be afforded the preference in purchasing.

NOTE TO PARAGRAPH (d): Mobile equipment hydraulic fluid products within this designated item can compete with similar lubricating oils containing re-refined oil. Under the Resource Conservation and Recovery Act of 1976, section 6002, the U.S. Environmental Protection Agency designated lubricating oils containing re-refined oil as items for which Federal agencies must give preference in their purchasing programs. The designation can be found in the Comprehensive Procurement Guideline, 40 CFR 247.11.

[71 FR 13705, Mar. 16, 2006, as amended at 73 FR 27953, May 14, 2008]

§ 3201.12 Water tank coatings.

(a) Definition. Coatings formulated for use in potable water storage systems.

(b) Minimum biobased content. The minimum biobased content is 59 percent and shall be based on the entire product.

(c) Preference effective date. No later than November 20, 2007, procuring agencies, in accordance with this part, will give a procurement preference for qualifying biobased water tank coatings. By that date, Federal agencies that have the responsibility for drafting or reviewing specifications for items to be procured shall ensure that the relevant specifications require the use of biobased water tank coatings.

[71 FR 13705, Mar. 16, 2006, as amended at 71 FR 67032, Nov. 20, 2006]

§ 3201.13 Diesel fuel additives.

(a) Definition. (1) Any substance, other than one composed solely of carbon and/or hydrogen, that is intentionally added to diesel fuel (including any added to a motor vehicle’s fuel system) and that is not intentionally removed prior to sale or use.

(2) Neat biodiesel, also referred to as B100, when used as an additive. Diesel fuel additive does not mean neat biodiesel when used as a fuel or blended biodiesel fuel (e.g., B20).