Mine Safety and Health Admin., Labor § 75.401–1

§ 75.389 Mining into inaccessible areas.
(a) (1) The operator shall develop and follow a plan for mining into areas penetrated by boreholes drilled under § 75.388.
(2) Mining shall not resume into any area penetrated by boreholes until conditions in the penetrated area can be determined under § 75.388 and the plan for mining-through into the area has been approved by the district manager.
(3) A copy of the procedures to be followed shall be posted near the site of the mining-through operations and the operator shall explain these procedures to all miners involved in the operations.
(b) The procedures specified in the plan shall include—
(1) The method of ventilation, ventilation controls, and the air quantities and velocities in the affected working section and working place;
(2) Dewatering procedures to be used if a penetrated area contains a water accumulation; and
(3) The procedures and precautions to be followed during mining-through operations.
(c) Except for routine mining-through operations that are part of a retreat section ventilation system approved in accordance with §75.371(f) and (x), the following provisions shall apply:
(1) Before and during mining-through operations, a certified person shall perform air quality tests at intervals and at locations necessary to protect the safety of the miners.
(2) During mining-through operations, only persons involved in these operations shall be permitted in the mine; and
(3) After mining-through, a certified person shall determine that the affected areas are safe before any persons enter the underground areas of the mine.

Subpart E—Combustible Materials and Rock Dusting

§ 75.400 Accumulation of combustible materials.
Coal dust, including float coal dust deposited on rock-dusted surfaces, loose coal, and other combustible materials, shall be cleaned up and not be permitted to accumulate in active workings, or on diesel-powered and electric equipment therein.
[61 FR 55527, Oct. 25, 1996]

§ 75.400–1 Definitions.
(a) The term coal dust means particles of coal that can pass a No. 20 sieve.
(b) The term float coal dust means the coal dust consisting of particles of coal that can pass a No. 200 sieve.
(c) The term loose coal means coal fragments larger in size than coal dust.

§ 75.400–2 Cleanup program.
A program for regular cleanup and removal of accumulations of coal and float coal dusts, loose coal, and other combustibles shall be established and maintained. Such program shall be available to the Secretary or authorized representative.

§ 75.401 Abatement of dust; water or water with a wetting agent.
[STATUTORY PROVISION]
Where underground mining operations in active workings create or raise excessive amounts of dust, water or water with a wetting agent added to it, or other no less effective methods approved by the Secretary or his authorized representative, shall be used to abate such dust. In working places, particularly in distances less than 40 feet from the face, water, with or without a wetting agent, or other no less effective methods approved by the Secretary or his authorized representative, shall be applied to coal dust on the ribs, roof, and floor to reduce dispersibility and to minimize the explosion hazard.

§ 75.401–1 Excessive amounts of dust.
The term ‘excessive amounts of dust’ means coal and float coal dust in