must be in accordance with BSEE regulations and meet the manufacturer’s recommendations. Inspections and tests can be performed more frequently if determined to be necessary by prior operating experience.

(d) The documentation of each inspection and test that has been performed on your equipment and systems. This documentation must identify the date of the inspection or test; include the name and position, and the signature of the person who performed the inspection or test; include the serial number or other identifier of the equipment on which the inspection or test was performed; include a description of the inspection or test performed; and the results of the inspection test.

(e) The correction of deficiencies associated with equipment and systems that are outside the manufacturer’s recommended limits. Such corrections must be made before further use of the equipment and system.

(f) The installation of new equipment and constructing systems. The procedures must address the application for which they will be used.

(g) The modification of existing equipment and systems. The procedures must ensure that they are modified for the application for which they will be used.

(h) The verification that inspections and tests are being performed. The procedures must be appropriate to ensure that equipment and systems are installed consistent with design specifications and the manufacturer’s instructions.

(i) The assurance that maintenance materials, spare parts, and equipment are suitable for the applications for which they will be used.

§ 250.1917 What criteria for pre-startup review must be in my SEMS program?

Your SEMS program must require that the commissioning process include a pre-startup safety and environmental review for new and significantly modified facilities that are subject to this subpart to confirm that the following criteria are met:

(a) Construction and equipment are in accordance with applicable specifications.

(b) Safety, environmental, operating, maintenance, and emergency procedures are in place and are adequate.

(c) Safety and environmental information is current.

(d) Hazards analysis recommendations have been implemented as appropriate.

(e) Training of operating personnel has been completed.

(f) Programs to address management of change and other elements of this subpart are in place.

(g) Safe work practices are in place.

§ 250.1918 What criteria for emergency response and control must be in my SEMS program?

Your SEMS program must require that emergency response and control plans are in place and are ready for immediate implementation. These plans must be validated by drills carried out in accordance with a schedule defined by the SEMS training program (§ 250.1915). The SEMS emergency response and control plans must include:

(a) Emergency Action Plan that assigns authority and responsibility to the appropriate qualified person(s) at a facility for initiating effective emergency response and control, addressing emergency reporting and response requirements, and complying with all applicable governmental regulations;

(b) Emergency Control Center(s) designated for each facility with access to the Emergency Action Plans, oil spill contingency plan, and other safety and environmental information (§ 250.1910); and

(c) Training and Drills incorporating emergency response and evacuation procedures conducted periodically for all personnel (including contractor’s personnel), as required by the SEMS training program (§ 250.1915). Drills must be based on realistic scenarios conducted periodically to exercise elements contained in the facility or area emergency action plan. An analysis and critique of each drill must be conducted to identify and correct weaknesses.