§ 66.10–35

stripes are twice the width of the red stripes.


§ 66.10–35 Navigation lights.

A red light shall only be used on a solid colored red buoy. A green light shall only be used on a solid colored black or a solid colored green buoy. White lights shall be used for all other buoys. When a light is used on a cardinal system buoy or a vertically striped white and red buoy, it shall always be quick flashing.

(CGD 97–018, 63 FR 33574, June 19, 1998)

PART 67—AIDS TO NAVIGATION ON ARTIFICIAL ISLANDS AND FIXED STRUCTURES

Subpart 67.01—General Requirements

Sec.
67.01–1 Scope.
67.01–5 Definitions.
67.01–10 Delegation of functions.
67.01–15 Classification of structures.
67.01–20 Prescribing lines of demarcation.
67.01–30 Equivalents.

Subpart 67.05—General Requirements for Lights

67.05–1 Arrangement of obstruction lights.
67.05–5 Multiple obstruction lights.
67.05–10 Characteristics of obstruction lights.
67.05–15 Operating periods of obstruction lights.
67.05–20 Minimum lighting requirements.
67.05–25 Special lighting requirements.

Subpart 67.10—General Requirements for Sound signals

67.10–1 Apparatus requirements.
67.10–5 Location requirements.
67.10–10 Operating requirements.
67.10–15 Approval of sound signals.
67.10–20 Sound signal tests.
67.10–25 Application for tests.
67.10–30 Withdrawal of approval.
67.10–35 Notice of approval and withdrawal of approval.