§ 63.9990
(2) An EGU that commenced reconstruc-
tion after May 3, 2011.
(b) [Reserved]

[77 FR 9464, Feb. 16, 2012, as amended at 77
FR 23402, Apr. 19, 2012]

EMISSION LIMITATIONS AND WORK
PRACTICE STANDARDS

§ 63.9990 What are the subcategories of
EGUs?

(a) Coal-fired EGUs are subcat-
egorized as defined in paragraphs (a)(1)
through (a)(2) of this section and as de-

[298x66]68300 Btu/lb, and
(2) EGUs designed for low rank virgin
coal.

(b) Oil-fired EGUs are subcategorized
as noted in paragraphs (b)(1) through
(b)(4) of this section and as defined in
§63.10042.

(1) Continental liquid oil-fired EGUs
(2) Non-continental liquid oil-fired
EGUs,
(3) Limited-use liquid oil-fired EGUs,
and

(c) IGCC units combusting either

gasified coal or gasified solid oil-de-

erived fuel. For purposes of compliance,

monitors, recordkeeping, and report-

ing requirements in this subpart, IGCC
units are subject in the same manner
as coal-fired units and solid oil-derived
fuel-fired units, unless otherwise indi-
cated.

§ 63.9991 What emission limitations,
work practice standards, and oper-
atng limits must I meet?

(a) You must meet the requirements in
paragraphs (a)(1) and (2) of this sec-
tion. You must meet these require-
ments at all times.

(1) You must meet each emission
limit and work practice standard in
Table 1 through 3 to this subpart that
applies to your EGU, for each EGU at
your source, except as provided under
§63.10009.

(2) You must meet each operating
limit in Table 4 to this subpart that
applies to your EGU.

(b) As provided in §63.6(g), the Ad-

[356x626]608]678300 Btu/lb, and
(2) EGUs designed for low rank virgin
coal.

(b) Oil-fired EGUs are subcategorized
as noted in paragraphs (b)(1) through
(b)(4) of this section and as defined in
§63.10042.

(1) Continental liquid oil-fired EGUs
(2) Non-continental liquid oil-fired
EGUs,
(3) Limited-use liquid oil-fired EGUs,
and

(c) IGCC units combusting either

gasified coal or gasified solid oil-de-

erived fuel. For purposes of compliance,

monitors, recordkeeping, and report-

ing requirements in this subpart, IGCC
units are subject in the same manner
as coal-fired units and solid oil-derived
fuel-fired units, unless otherwise indi-
cated.

§ 63.9991 What emission limitations,
work practice standards, and oper-
atng limits must I meet?

(a) You must meet the requirements in
paragraphs (a)(1) and (2) of this sec-
tion. You must meet these require-
ments at all times.

(1) You must meet each emission
limit and work practice standard in
Table 1 through 3 to this subpart that
applies to your EGU, for each EGU at
your source, except as provided under
§63.10009.

(2) You must meet each operating
limit in Table 4 to this subpart that
applies to your EGU.

(b) As provided in §63.6(g), the Ad-

[356x626]608]678300 Btu/lb, and
(2) EGUs designed for low rank virgin
coal.

(b) Oil-fired EGUs are subcategorized
as noted in paragraphs (b)(1) through
(b)(4) of this section and as defined in
§63.10042.

(1) Continental liquid oil-fired EGUs
(2) Non-continental liquid oil-fired
EGUs,
(3) Limited-use liquid oil-fired EGUs,
and

(c) IGCC units combusting either

gasified coal or gasified solid oil-de-

erived fuel. For purposes of compliance,

monitors, recordkeeping, and report-

ing requirements in this subpart, IGCC
units are subject in the same manner
as coal-fired units and solid oil-derived
fuel-fired units, unless otherwise indi-
cated.

§ 63.9991 What emission limitations,
work practice standards, and oper-
atng limits must I meet?

(a) You must meet the requirements in
paragraphs (a)(1) and (2) of this sec-
tion. You must meet these require-
ments at all times.

(1) You must meet each emission
limit and work practice standard in
Table 1 through 3 to this subpart that
applies to your EGU, for each EGU at
your source, except as provided under
§63.10009.

(2) You must meet each operating
limit in Table 4 to this subpart that
applies to your EGU.

(b) As provided in §63.6(g), the Ad-

[356x626]608]678300 Btu/lb, and
(2) EGUs designed for low rank virgin
coal.

(b) Oil-fired EGUs are subcategorized
as noted in paragraphs (b)(1) through
(b)(4) of this section and as defined in
§63.10042.

(1) Continental liquid oil-fired EGUs
(2) Non-continental liquid oil-fired
EGUs,
(3) Limited-use liquid oil-fired EGUs,
and

(c) IGCC units combusting either

gasified coal or gasified solid oil-de-

erived fuel. For purposes of compliance,

monitors, recordkeeping, and report-

ing requirements in this subpart, IGCC
units are subject in the same manner
as coal-fired units and solid oil-derived
fuel-fired units, unless otherwise indi-
cated.

§ 63.9991 What emission limitations,
work practice standards, and oper-
atng limits must I meet?

(a) You must meet the requirements in
paragraphs (a)(1) and (2) of this sec-
tion. You must meet these require-
ments at all times.

(1) You must meet each emission
limit and work practice standard in
Table 1 through 3 to this subpart that
applies to your EGU, for each EGU at
your source, except as provided under
§63.10009.

(2) You must meet each operating
limit in Table 4 to this subpart that
applies to your EGU.

(b) As provided in §63.6(g), the Ad-

[356x626]608]678300 Btu/lb, and
(2) EGUs designed for low rank virgin
coal.

(b) Oil-fired EGUs are subcategorized
as noted in paragraphs (b)(1) through
(b)(4) of this section and as defined in
§63.10042.

(1) Continental liquid oil-fired EGUs
(2) Non-continental liquid oil-fired
EGUs,
(3) Limited-use liquid oil-fired EGUs,
and

(c) IGCC units combusting either

gasified coal or gasified solid oil-de-

erived fuel. For purposes of compliance,

monitors, recordkeeping, and report-

ing requirements in this subpart, IGCC
units are subject in the same manner
as coal-fired units and solid oil-derived
fuel-fired units, unless otherwise indi-
cated.

§ 63.9991 What emission limitations,
work practice standards, and oper-
atng limits must I meet?

(a) You must meet the requirements in
paragraphs (a)(1) and (2) of this sec-
tion. You must meet these require-
ments at all times.

(1) You must meet each emission
limit and work practice standard in
Table 1 through 3 to this subpart that
applies to your EGU, for each EGU at
your source, except as provided under
§63.10009.

(2) You must meet each operating
limit in Table 4 to this subpart that
applies to your EGU.

(b) As provided in §63.6(g), the Ad-

[356x626]608]678300 Btu/lb, and
(2) EGUs designed for low rank virgin
coal.

(b) Oil-fired EGUs are subcategorized
as noted in paragraphs (b)(1) through
(b)(4) of this section and as defined in
§63.10042.

(1) Continental liquid oil-fired EGUs
(2) Non-continental liquid oil-fired
EGUs,
(3) Limited-use liquid oil-fired EGUs,
and

(c) IGCC units combusting either

gasified coal or gasified solid oil-de-

erived fuel. For purposes of compliance,