(c) For 2007 through 2009 all the provisions of this subpart and paragraph (a) of this section apply, with the following additional exceptions:

(1) You must complete all the required testing and reporting under this subpart by the following dates:
   (i) November 30, 2009 for engine families that we designate for non-PM testing in 2007.
   (ii) March 31, 2010 for engine families that we designate for non-PM testing in 2008.
   (iii) April 30, 2011 for engine families that we designate for non-PM testing in 2009.

(2) You may conduct non-PM and PM testing on different vehicles for engine families that we designate in 2007 and 2008.

(3) You may conduct PM testing as follows for 2007:
   (i) Test vehicles may be selected from a vehicle fleet that you own or otherwise directly control.
   (ii) Test vehicles may be operated by a driver that you employ.
   (iii) Each test vehicle must be operated on a route and under operating conditions that reasonably replicate the use of the selected vehicle type when operated in typical revenue service, unless otherwise approved by us.

(70 FR 34619, June 14, 2005, as amended at 73 FR 13451, Mar. 13, 2008; 75 FR 68460, Nov. 8, 2010)

§§ 86.1931–86.1999 [Reserved]

APPENDIX I TO SUBPART T OF PART 86—SAMPLE GRAPHICAL SUMMARY OF NTE EMISSION RESULTS

The following figure shows an example of a graphical summary of NTE emission results:

---

**NTE NOx - ENGINE #4 (HHDD)**

Tested 3/26/01, 55 deg F, 60% rel hum, PA interstate run, 30K GVW

- Average NOx per NTE Event
- Torque MAP
- Average Torque per NTE Event
- 15% ESC speed
- 30% max. HP
- 75% load
- 50% load
- 30% torque
- A speed (B speed, C speed)
- EUROSIP Control ZONE

Appendix 1 – Example NTE Results Plot