Environmental Protection Agency

shall be no discharge of process waste water pollutants to navigable waters.

§ 406.54 Pretreatment standards for existing sources.

Any existing source subject to this subpart that introduces process wastewater pollutants into a publicly owned treatment works must comply with 40 CFR part 403. In addition, the following pretreatment standard establishes the quantity or quality of pollutants or pollutant properties controlled by this section which may be discharged to a publicly owned treatment works by a point source subject to the provisions of this subpart.

<table>
<thead>
<tr>
<th>Pollutant or pollutant property</th>
<th>Pretreatment standard</th>
</tr>
</thead>
<tbody>
<tr>
<td>BODs</td>
<td>No limitation.</td>
</tr>
<tr>
<td>TSS</td>
<td>Do.</td>
</tr>
</tbody>
</table>

[40 FR 6436, Feb. 11, 1975, as amended at 60 FR 33937, June 29, 1995]

§ 406.55 Standards of performance for new sources.

The following standards of performance establish the quantity or quality of pollutants or pollutant properties which may be discharged by a new source subject to the provisions of this subpart. There shall be no discharge of process waste water pollutants to navigable waters.

§ 406.56 Pretreatment standards for new sources.

Any new source subject to this subpart that introduces process wastewater pollutants into a publicly owned treatment works must comply with 40 CFR part 403.

(60 FR 33937, June 29, 1995)

§ 406.57 Effluent limitations guidelines representing the degree of effluent reduction attainable by the application of the best conventional pollutant control technology (BCT).

Except as provided in §§ 125.30 through 125.32, any existing point source subject to this subpart shall achieve the following effluent limitations representing the degree of effluent reduction attainable by the application of the best conventional pollutant control technology (BCT): The limitations shall be the same as those specified for conventional pollutants (which are defined in §401.16) in §406.52 of this subpart for the best practicable control technology currently available (BPT).

[51 FR 24997, July 9, 1986]

Subpart F—Parboiled Rice Processing Subcategory

§ 406.60 Applicability; description of the parboiled rice processing subcategory.

The provisions of this subpart are applicable to discharges resulting from the process in which rice is cleaned, cooked and dried before being milled.

§ 406.61 Specialized definitions.

For the purpose of this subpart:

(a) Except as provided below, the general definitions, abbreviations and methods of analysis set forth in part 401 of this chapter shall apply to this subpart.

(b) The term “rice” shall mean rice delivered to a plant before processing.

(c) The abbreviation “cwt” shall mean hundred weight.

§ 406.62 Effluent limitations guidelines representing the degree of effluent reduction attainable by the application of the best practicable control technology currently available.

Except as provided in §§125.30 through 125.32, any existing point source subject to this subpart shall achieve the following effluent limitations representing the degree of effluent reduction attainable by the application of the best practicable control technology currently available (BPT):

<table>
<thead>
<tr>
<th>Effluent characteristic</th>
<th>Metric units (kilograms per 1,000 kg of rice)</th>
<th>English units (pounds per hundredweight of rice)</th>
</tr>
</thead>
<tbody>
<tr>
<td>BODs</td>
<td>0.42, 0.14</td>
<td>0.042, 0.014</td>
</tr>
<tr>
<td>TSS</td>
<td>0.24, 0.08</td>
<td>0.024, 0.008</td>
</tr>
<tr>
<td>pH</td>
<td>('')</td>
<td>('')</td>
</tr>
</tbody>
</table>

VerDate Mar<15>2010 10:53 Aug 03, 2012 Jkt 226175 PO 00000 Frm 00097 Fmt 8010 Sfmt 8010 Y:\SGML\226175.XXX 226175emcdonald on DSK7SPTVN1PROD with CFR
§ 406.63  Pretreatment standards for existing sources.

Any existing source subject to this subpart that introduces process wastewater pollutants into a publicly owned treatment works must comply with 40 CFR part 403. In addition, the following pretreatment standard establishes the quantity or quality of pollutants or pollutant properties controlled by this section which may be discharged to a publicly owned treatment works by a point source subject to the provisions of this subpart.

<table>
<thead>
<tr>
<th>Pollutant or pollutant property</th>
<th>Pretreatment standard</th>
</tr>
</thead>
<tbody>
<tr>
<td>pH</td>
<td>No limitation.</td>
</tr>
<tr>
<td>BOD5</td>
<td>Do.</td>
</tr>
<tr>
<td>TSS</td>
<td>Do.</td>
</tr>
</tbody>
</table>

§ 406.66  Pretreatment standards for new sources.

Any new source subject to this subpart that introduces process wastewater pollutants into a publicly owned treatment works must comply with 40 CFR part 403. [60 FR 33937, June 29, 1995]

§ 406.67  Effluent limitations guidelines representing the degree of effluent reduction attainable by the application of the best conventional pollutant control technology (BCT).

Except as provided in §§125.30 through 125.32, any existing point source subject to this subpart shall achieve the following effluent limitations representing the degree of effluent reduction attainable by the application of the best conventional pollutant control technology (BCT): The limitations shall be the same as those specified for conventional pollutants (which are defined in §401.16) in §406.62 of this subpart for the best practicable control technology currently available (BPT). [51 FR 24997, July 9, 1986]

Subpart G—Animal Feed Subcategory

SOURCE: 40 FR 918, Jan. 3, 1975, unless otherwise noted.

§ 406.70  Applicability; description of the animal feed subcategory.

The provisions of this subpart are applicable to discharges resulting from the manufacturing of animal feeds (formula feed concentrate) using primarily grain and grain by-products which may be supplemented by proteins, pharmaceuticals, vitamins or mineral additives.