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Circuit-Breaker Enclosures, Ninth Edi-
tion, Oct. 31, 1996, (Revisions through 
and including Mar. 22, 2000), (‘‘UL 489’’), 
IBR approved for §§ 111.01–15 and 111.54– 
1. 

(7) UL 514A—Metallic Outlet Boxes, 
Ninth Edition, (Dec. 27, 1996), (‘‘UL 
514A’’), IBR approved for § 111.81–1. 

(8) UL 514B—Conduit, Tubing, and 
Cable Fittings, Fourth Edition, (Nov. 3, 
1997), (‘‘UL 514B’’), IBR approved for 
§ 111.81–1. 

(9) UL 514C—Standard for Non-
metallic Outlet Boxes, Flush-Device 
Boxes, and Covers, Second Edition, 
(Oct. 31, 1988), (‘‘UL 514C’’), IBR ap-
proved for § 111.81–1. 

(10) UL 674—Standard for Safety: 
Electric Motors and Generators for Use 
in Division 1 Hazardous (Classified) Lo-
cations, Fourth Edition with revisions 
through August 12, 2008 (dated Decem-
ber 11, 2003) (‘‘ANSI/UL 674’’), IBR ap-
proved for § 111.106–3(b). 

(11) UL 823—Electric Heaters for Use 
in Hazardous (Classified) Locations, 
Ninth Edition including revisions 
through November 15, 2007 (dated Octo-
ber 20, 2006) (‘‘ANSI/UL 823’’), IBR ap-
proved for § 111.106–3(b). 

(12) UL 844—Standard for Safety: 
Luminaires for Use in Hazardous (Clas-
sified) Locations, Twelfth Edition in-
cluding revisions through November 20, 
2008 (dated January 11, 2006) (‘‘ANSI/UL 
844’’), IBR approved for § 111.106–3(b). 

(13) UL 913—Standard for Safety: In-
trinsically Safe Apparatus and Associ-
ated Apparatus for Use in Class i, ii, 
and iii, Division 1, Hazardous (Classi-
fied) Locations, Sixth Edition, (Aug. 8, 
2002) (Revisions through and including 
Dec. 15, 2003), (‘‘UL 913’’), IBR approved 
for § 111.105–11. 

(14) UL 913—Standard for Safety: In-
trinsically Safe Apparatus and Associ-
ated Apparatus for Use in Class I, II, 
and III, Division 1, Hazardous Loca-
tions, Seventh Edition including revi-
sions through June 3, 2010 (dated July 
31, 2006) (‘‘ANSI/UL 913’’), IBR approved 
for § 111.106–3(b). 

(15) UL 1042—Standard for Electric 
Baseboard Heating Equipment, Apr. 11, 
1994, IBR approved for § 111.87–3. 

(16) UL 1072—Standard for Medium- 
Voltage Power Cables, Third Edition, 
Dec. 28, 2001 (Revisions through and in-

cluding Apr. 14, 2003), IBR approved for 
§ 111.60–1. 

(17) UL 1104—Standard for Marine 
Navigation Lights, Second Edition, 
Oct. 29, 1998, IBR approved for § 111.75– 
17. 

(18) UL 1203—Standard for Explosion- 
Proof and Dust-Ignition-Proof Elec-
trical Equipment for Use in Hazardous 
(Classified) Locations, Third Edition, 
Sep. 7, 2000 (Revisions through and in-
cluding Apr. 30, 2004), IBR approved for 
§ 111.105–9. 

(19) UL 1203—Standard for Safety: 
Explosion-Proof and Dust-Ignition- 
Proof Electrical Equipment for Use in 
Hazardous (Classified) Locations, 
Fourth Edition including revisions 
through October 28, 2009 (dated Sep-
tember 15, 2006) (‘‘ANSI/UL 1203’’), IBR 
approved for § 111.106–3(b). 

(20) UL 1309—Marine Shipboard Ca-
bles, First Edition, July 14, 1995, IBR 
approved for §§ 111.60–1, 111.60–3, and 
111.106–5(a). 

(21) UL 1581—Reference Standard for 
Electrical Wires, Cables, and Flexible 
Cords, 2003, IBR approved for §§ 111.30– 
19, 111.60–2 and 111.60–6. 

(22) UL 1598—Luminaires, First Edi-
tion, Jan. 31, 2000, IBR approved for 
§ 111.75–20. 

(23) UL 1598A—Standard for Supple-
mental Requirements for Luminaires 
for Installation on Marine Vessels, 
First Edition, Dec. 4, 2000, IBR ap-
proved for § 111.75–20. 

(24) UL 1604—Electrical Equipment 
for Use in Class I and II, Division 2 and 
Class III Hazardous (Classified) Loca-
tions, Third Edition including revisions 
through February 3, 2004 (dated April 
28, 1994), IBR approved for § 111.106–3(b). 

(25) UL 2225—Cables and Cable-Fit-
tings for Use in Hazardous (Classified) 
Locations, Second Edition, December 
21, 2005 (‘‘ANSI/UL 2225’’), IBR approved 
for § 111.106–3(b). 

[USCG–2012–0208, 79 FR 48925, Aug. 18, 2014] 

Subpart 110.15—Terms Used in This 
Subchapter 

§ 110.15–1 Definitions. 

As used in this subchapter— 
(a) The electrical and electronic 

terms are defined in IEEE 100 or IEC 
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60092–101 (both incorporated by ref-
erence; see 46 CFR 110.10–1). 

(b) In addition to the definitions in 
paragraph (a) of this section— 

Coastwise Vessel means a vessel that 
normally navigates the waters of any 
ocean or the Gulf of Mexico 20 nautical 
miles or less offshore and is certifi-
cated for coastwise navigation by the 
Coast Guard. 

Commandant means the Commandant 
of the Coast Guard. 

Corrosion resistant material or finish 
means any material or finish that 
meets the testing requirements of 
ASTM B 117 (incorporated by reference; 
see 46 CFR 110.10–1) or test Kb in IEC 
60068–2–52. 

Corrosive location means a location 
exposed to the weather on vessels oper-
ating in salt water or a location on 
board which may be exposed to the cor-
rosive effects of the cargo carried or of 
the vessel’s systems. 

Dead ship condition is the condition in 
which the main propulsion plant, boil-
ers and auxiliaries are not in operation 
due to the absence of power. 

Dripproof means enclosed so that 
equipment meets at least a NEMA 250 
(incorporated by reference; see 46 CFR 
110.10–1) Type 1 with dripshield, Type 2, 
or Type 12; or IEC 60529 (incorporated 
by reference; see 46 CFR 110.10–1) IP 22 
rating. 

Embarkation station means a location 
from which persons embark into sur-
vival craft or are assembled before em-
barking into survival craft. 

Emergency squad means the crew des-
ignated on the station bill as the nu-
cleus of a damage control party. 

Flashpoint means the minimum tem-
perature at which a liquid gives off a 
vapor in sufficient concentration to 
form an ignitable mixture with air 
near the surface of the liquid, as speci-
fied by the appropriate test procedure 
and apparatus. 

Great Lakes vessel means a vessel that 
navigates exclusively on the Great 
Lakes and their connecting and tribu-
tary waters. 

IECEx System means an international 
certification system covering equip-
ment that meets the provisions of the 
IEC 60079 series of standards (incor-
porated by reference, see § 110.10–1). The 
IECEx System is comprised of an Ex 

Certification Body and an Ex Testing 
Laboratory that has been accepted into 
the IECEx System after satisfactory 
assessment of their competence to ISO/ 
IEC Standard 17025, ISO/IEC Guide 65, 
IECEx rules of procedures, IECEx oper-
ational documents, and IECEx tech-
nical guidance documents as part of 
the IECEx assessment process. 

Independent laboratory means a lab-
oratory that is accepted by the Com-
mandant under part 159 of this chapter 
for the testing and listing or certifi-
cation of electrical equipment. 

Integral tank means a tank that is a 
structural part of the vessel’s hull and 
is influenced in the same manner and 
by the same loads that stress the adja-
cent hull structure. 

Location not requiring an exceptional 
degree of protection means a location 
which is not exposed to the environ-
mental conditions outlined in the defi-
nition for locations requiring excep-
tional degrees of protection. This loca-
tion requires the degree of protection 
of § 111.01–9 (c) or (d) of this chapter. 
These locations include— 

(1) An accommodation space; 
(2) A dry store room; 
(3) A passageway adjacent to quar-

ters; 
(4) A water closet without a shower 

or bath; 
(5) A radio, gyro and chart room; and 
(6) A location with similar environ-

mental conditions. 
Location requiring an exceptional de-

gree of protection means a location ex-
posed to weather, seas, splashing, pres-
sure-directed liquids, or similar mois-
ture conditions. These locations in-
clude— 

(1) On deck; 
(2) A machinery space; 
(3) A cargo space; 
(4) A location within a galley or pan-

try area, laundry, or water closet 
which contains a shower or bath; and 

(5) Other spaces with similar environ-
mental conditions. 

Marine inspector or inspector means a 
civilian employee or military member 
of the Coast Guard assigned by an Offi-
cer in Charge, Marine Inspection, or 
the Commandant to perform duties 
with respect to the inspection, enforce-
ment, and administration of vessel 
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safety and navigation laws and regula-
tions. 

Non-hazardous means an area in 
which an explosive gas atmosphere is 
not expected to be present in quan-
tities that require special precautions 
for the construction, installation, and 
use of electrical equipment. 

Nonsparking fan means nonsparking 
fan as defined in ABS Steel Vessel 
Rules (incorporated by reference; see 46 
CFR 110.10–1), section 4–8–3/11. 

Ocean vessel means a vessel that navi-
gates the waters of any ocean or the 
Gulf of Mexico more than 20 nautical 
miles offshore and is certificated by 
the Coast Guard for ocean navigation. 

Qualified person means a person who 
by virtue of that person’s knowledge, 
ability, experience, specialized train-
ing, or licensing can competently and 
safely perform required electrical du-
ties or functions. 

Shut-off valve is a valve that closes a 
pipeline and provides nominal metal- 
to-metal contact between the valve op-
erating parts, including the disc and 
gate, and the valve body. 

Special Division 1 is a Class I, Zone 0 
hazardous location in Article 505 of 
NFPA 70 (incorporated by reference, 
see § 110.10–1) that may require special 
considerations for electrical equipment 
installed in such locations. 

Waterproof means watertight; except 
that, moisture within or leakage into 
the enclosure is allowed if it does not 
interfere with the operation of the 
equipment enclosed. In the case of a 
generator or motor enclosure, water-
proof means watertight; except that, 
leakage around the shaft may occur if 
the leakage is prevented from entering 
the oil reservoir and the enclosure pro-
vides for automatic drainage. 

Watertight means enclosed so that 
equipment meets at least a NEMA 250 
Type 4 or 4X or an IEC 60529 IP 56 rat-
ing. 

Zone 0 is a hazardous location in 
which an explosive gas or vapor in mix-
ture with air is continuously present or 
present for long periods. 

Zone 1 is a hazardous location in 
which an explosive gas or vapor in mix-
ture with air is likely to occur in nor-
mal operating conditions. 

Zone 2 is a hazardous location in 
which an explosive gas or vapor in mix-

ture with air is not likely to occur in 
normal operating conditions, or in 
which such a mixture, if it does occur, 
will only exist for a short time. 

[CGD 94–108, 61 FR 28274, June 4, 1996, as 
amended at 62 FR 23907, May 1, 1997; 62 FR 
27659, May 20, 1997; USCG–2000–7790, 65 FR 
58462, Sept. 29, 2000; USCG–2003–16630, 73 FR 
65195, Oct. 31, 2008; USCG–2013–0671, 78 FR 
60152, Sept. 30, 2013; USCG–2012–0208, 79 FR 
48929, Aug. 18, 2014] 

Subpart 110.20—Equivalents 
§ 110.20–1 Equivalents. 

The Commanding Officer, Marine 
Safety Center (MSC), may approve any 
arrangement, fitting, appliance, appa-
ratus, equipment, calculation, informa-
tion, or test that provides a level of 
safety equivalent to that established 
by specific provisions of this sub-
chapter. Requests for approval must be 
submitted to the Marine Safety Center. 
If necessary, the Marine Safety Center 
may require engineering evaluations 
and tests to demonstrate the equiva-
lence of the substitute. 

[CGD 94–108, 61 FR 28275, June 4, 1996] 

Subpart 110.25—Plan Submittal 

§ 110.25–1 Plans and information re-
quired for new construction. 

The following plans, if applicable to 
the particular vessel, must be sub-
mitted for Coast Guard review in ac-
cordance with § 110.25–3: 

NOTE: A Navigation and Vessel Inspection 
Circular on the Subject of ‘‘Coast Guard Re-
view of Merchant Vessel Plans and Specifica-
tions’’ is available from the offices listed in 
§ 110.25–3. The Circular recommends practices 
and procedures for plan submittals. 

(a) Elementary one-line wiring dia-
gram of the power system, supported, 
by cable lists, panelboard summaries, 
and other information including— 

(1) Type and size of generators and 
prime movers; 

(2) Type and size of generator cables, 
bus-tie cables, feeders, and branch cir-
cuit cables; 

(3) Power, lighting, and interior com-
munication panelboards with number 
of circuits and rating of energy con-
suming devices; 

(4) Type and capacity of storage bat-
teries; 
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