§ 125.105 International certificates for OSVs of at least 6,000 GT ITC.

An OSV of at least 6,000 GT ITC (500 GRT if GT ITC is not assigned) must obtain and maintain the following international certificates as a prerequisite to obtaining a Certificate of Inspection:


(b) Cargo Ship Safety Equipment Certificate in accordance with SOLAS, 1974, as amended.

(c) Safety Management Certificate in accordance with SOLAS, 1974, as amended.

(d) International Oil Pollution Prevention Certificate in accordance with the International Convention for the Prevention of Pollution at Sea, as amended (MARPOL 73/78).

(e) International Air Pollution Prevention Certificate in accordance with MARPOL 73/78.


§ 125.110 Carriage of flammable or combustible liquid cargoes in bulk.

(a) Except as provided by this section, no OSV may carry flammable or combustible liquid cargoes in bulk without the approval of the Commandant (CG–OES).

(b) An OSV may carry the following in integral tanks:

(1) Grade-D combustible liquids listed by §30.25–1 of this chapter, in quantities not to exceed 20 percent of the vessel’s deadweight, except that the vessel may carry drilling fluids and excess fuel oil, Grade-E as well as Grade-D, without limit.

(2) Grade-E combustible liquids listed by §30.25–1 of this chapter, in quantities not to exceed 20 percent of the vessel’s deadweight, except that the vessel may carry drilling fluids and excess fuel oil, Grade-D as well as Grade-E, without limit.

(3) Other flammable or combustible liquids as authorized in §125.125 of this part.

(c) An OSV may carry the following in fixed independent tanks on deck: Grade-B and lower-grade flammable and combustible liquids listed by §30.25–1 of this chapter, in quantities not to exceed 20 percent of the vessel’s deadweight.

(d) An OSV may carry hazardous materials in portable tanks, in compliance with part 64 and subpart 98.30 of this chapter. A portable tank may be filled or discharged aboard the vessel if authorized by an endorsement on the vessel’s Certificate of Inspection.

(e) On an OSV of at least 6,000 GT ITC (500 GRT if GT ITC is not assigned), tanks authorized for carriage of oil as defined by 33 CFR 157.03, including drilling fluids containing oil as defined by 33 CFR 157.03, must comply with double hull requirements stated in 33 CFR 157.104.

Note to §125.110(e): Additional limitations on the carriage of flammable or combustible liquid cargoes are found in §127.650 of this part.

§ 125.115 Oil fuel tank protection.

(a) An OSV of at least 6,000 GT ITC (500 GRT if GT ITC is not assigned) that is delivered after August 1, 2010, with an aggregate capacity of 600 cubic
Coast Guard, DHS

§ 125.125

Carriage of noxious liquid substances in bulk by OSVs of at least 6,000 GT ITC (500 GRT if GT ITC is not assigned).

(a) Except as provided by this section, no OSV of at least 6,000 GT ITC (500 GRT if GT ITC is not assigned) may carry a noxious liquid substance (NLS) in bulk without the approval of the Commandant (CG–ENG).

(b) An OSV of at least 6,000 GT ITC (500 GRT if GT ITC is not assigned) holding a valid Certificate of Fitness or a International Pollution Prevention Certificate for the Carriage of Noxious Liquid Substances in Bulk in accordance with the provisions of IMO Resolution A.673(16) (incorporated by reference, see § 125.180), may carry in integral and fixed independent tanks—

(1) Drilling fluids, including muds, brines, and salts, subject to paragraph (c) of this section and § 125.110 of this subpart; and

(2) Additional NLSs that are—

(i) Hazardous and noxious liquids listed in Appendix 1 of IMO Resolution A.673(16);

(ii) Products that may be carried on a type 3 ship, as defined by the IBC Code (incorporated by reference, see § 125.180), except that cargoes with an ‘‘S’’ designation in the hazard column (column d) in Chapter 17 of the IBC Code may only be carried if they are not designated as toxic products as per section 15.12 of that Code; or

(iii) Not listed in Chapter 17 of the IBC Code, but otherwise meet the specific carriage requirements established by the Commandant (CG–ENG).

(c) An OSV of at least 6,000 GT ITC (500 GRT if GT ITC is not assigned) that meets the stability and cargo tank location requirements—

(1) Of IMO Resolution A.673(16) may carry any of those cargoes listed in paragraph (b) of this section up to a maximum aggregate quantity of 800

(2) The operating requirements in §§ 153.901, 153.903, 153.909, and 153.1100 of this chapter.