§ 162.050–9  Test report.
(a) A report of approval testing must contain the following:
(1) Name of the testing facility.
(2) Name of the applicant.
(3) Date of receiving the item for testing and the dates of the tests conducted.
(4) Trade name and brief description of the item.
(5) A listing of the following properties of the test oils used:
   (i) Relative density at 15 °C.
   (ii) Viscosity in centistokes at 37.8 °C.
   (iii) Flashpoint.
   (iv) Weight of ash content.
   (v) Weight of water content.
   (vi) Relative density at 15 °C of the water used during testing and the weight of solid content in the water.
   (vii) The data recorded during each test.
(b) A statement that the lab followed the testing procedures prescribed in 46 CFR subpart 162.050.
[CGD 76–088a, 44 FR 53359, Sept. 13, 1979, as amended by USCG–2004–18939, 74 FR 3383, Jan. 16, 2009]

§ 162.050–13  Factory production and inspection.
(a) Equipment manufactured under Coast Guard approval must be of the type described in the current certificate of approval issued for the equipment.
(b) Equipment manufactured under Coast Guard approval is not inspected on a regular schedule at the place of manufacture. However, the Commanding Officer, USCG Marine Safety Center, may detail Coast Guard personnel at any time to visit a factory where the equipment is manufactured to conduct an inspection of the manufacturing process.

§ 162.050–15  Designation of facilities.
(a) Each request for designation as a facility authorized to perform approval tests must be submitted to the Commandant (CG-ENG-3), Attn: Systems Engineering Division, U.S. Coast Guard Stop 7509, 2703 Martin Luther King Jr. Avenue, SE., Washington, DC 20593-7509.