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where necessary, to prevent spills and 
collect any oily discharge that may 
leak from machinery. The drip pans 
must be drained to a waste container 
for disposal onshore in accordance with 
any applicable oil and hazardous sub-
stance management and disposal re-
quirements. The presence of floating 
solids, visible foam, halogenated phe-
nol compounds, dispersants, and 
surfactants in deck washdowns must be 
minimized. 

(f) Topside surfaces and other above 
water line portions of the vessel must 
be well maintained to minimize the 
discharge of rust (and other corrosion 
by-products), cleaning compounds, 
paint chips, non-skid material frag-
ments, and other materials associated 
with exterior topside surface preserva-
tion. Residual paint droplets entering 
the water must be minimized when 
conducting maintenance painting. The 
discharge of unused paint is prohibited. 
Paint chips and unused paint residues 
must be collected and disposed of on-
shore in accordance with any applica-
ble solid waste and hazardous sub-
stance management and disposal re-
quirements. 

(g) When vessels conduct underway 
fuel replenishment, scuppers must be 
plugged to prevent the discharge of oil. 
Any oil spilled must be cleaned, man-
aged, and disposed of onshore in ac-
cordance with any applicable oil and 
hazardous substance management and 
disposal requirements. 

[85 FR 43475, July 17, 2020] 

§ 1700.21 [Reserved] 

§ 1700.22 Distillation and reverse os-
mosis brine. 

The discharge of brine from the dis-
tillation system and the discharge of 
reverse osmosis reject water are pro-
hibited if they come in contact with 
machinery or industrial equipment 
(other than distillation or reverse os-
mosis machinery), toxic or hazardous 
materials, or wastes. 

§ 1700.23 Elevator pit effluent. 
(a) The direct discharge of elevator 

pit effluent is prohibited. 
(b) Notwithstanding the prohibition 

of direct discharges of elevator pit ef-
fluent overboard, if the elevator pit ef-

fluent is commingled with any other 
discharge for the purposes of treatment 
prior to discharge, then under no cir-
cumstances may oils, including oily 
mixtures, be discharged from that com-
bined discharge in quantities that: 

(1) Cause a film or sheen upon or dis-
coloration of the surface of the water 
or adjoining shorelines; or 

(2) Cause a sludge or emulsion to be 
deposited beneath the surface of the 
water or upon adjoining shorelines; or 

(3) Contain an oil content above 15 
ppm as measured by EPA Method 1664a 
or other appropriate method for deter-
mination of oil content as accepted by 
the International Maritime Organiza-
tion (IMO) (e.g., ISO Method 9377) or 
U.S. Coast Guard; or 

(4) Otherwise are harmful to the pub-
lic health or welfare of the United 
States. 

§ 1700.24 Firemain systems. 
(a) Firemain systems may be dis-

charged for testing and inspections of 
the firemain system. To the greatest 
extent practicable, conduct mainte-
nance and training outside of port and 
as far away from shore as possible. 
Firemain systems may be discharged in 
port for certification, maintenance, 
and training requirements if the intake 
comes directly from the surrounding 
waters or potable water supplies and 
there are no additions (e.g., aqueous 
film-forming foam) to the discharge. 

(b) Firemain systems must not be 
discharged in federally-protected 
waters except when needed to 
washdown the anchor chain to comply 
with anchor washdown requirements in 
Subpart 1700.16. 

(c) Firemain systems may be used for 
secondary uses if the intake comes di-
rectly from the surrounding waters or 
potable water supplies. 

[85 FR 43476, July 17, 2020] 

§ 1700.25 Gas turbine water wash. 
(a) The direct discharge of gas tur-

bine water wash is prohibited. 
(b) To the greatest extent prac-

ticable, gas turbine water wash must 
be collected separately and disposed of 
onshore in accordance with any appli-
cable solid waste and hazardous sub-
stance management and disposal re-
quirements. 

VerDate Sep<11>2014 10:37 Feb 23, 2026 Jkt 265190 PO 00000 Frm 00767 Fmt 8010 Sfmt 8010 Y:\SGML\265190.XXX 265190rm
aj

et
te

 o
n 

LA
P

JN
3W

LY
3P

R
O

D
 w

ith
 C

F
R


		Superintendent of Documents
	2026-02-25T13:36:46-0500
	Government Publishing Office, Washington, DC 20401
	U.S. Government Publishing Office
	Government Publishing Office attests that this document has not been altered since it was disseminated by Government Publishing Office




