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with section 3 of appendix BB of this 
subpart. 

(5) The color rendering index of an in-
tegrated light-emitting diode lamp 
must be measured in accordance with 
section 3 of appendix BB of this sub-
part. 

(6) The power factor of an integrated 
light-emitting diode lamp must be 
measured in accordance with section 3 
of appendix BB of this subpart. 

(7) The time to failure of an inte-
grated light-emitting diode lamp must 
be measured in accordance with section 
4 of appendix BB of this subpart. 

(8) The standby mode power must be 
measured in accordance with section 5 
of appendix BB of this subpart. 

(ff) Coolers and combination cooler re-
frigeration products. (1) The estimated 
annual operating cost for models with-
out an anti-sweat heater switch shall 
be the product of the following three 
factors, with the resulting product 
then being rounded to the nearest dol-
lar per year: 

(i) The representative average-use 
cycle of 365 cycles per year; 

(ii) The average per-cycle energy con-
sumption for the standard cycle in kil-
owatt-hours per cycle, determined ac-
cording to appendix A of this subpart; 
and 

(iii) The representative average unit 
cost of electricity in dollars per kilo-
watt-hour as provided by the Sec-
retary. 

(2) The estimated annual operating 
cost for models with an anti-sweat 
heater switch shall be the product of 
the following three factors, with the 
resulting product then being rounded 
to the nearest dollar per year: 

(i) The representative average-use 
cycle of 365 cycles per year; 

(ii) Half the sum of the average per- 
cycle energy consumption for the 
standard cycle and the average per- 
cycle energy consumption for a test 
cycle type with the anti-sweat heater 
switch in the position set at the fac-
tory just before shipping, each in kilo-
watt-hours per cycle, determined ac-
cording to appendix A of this subpart; 
and 

(iii) The representative average unit 
cost of electricity in dollars per kilo-
watt-hour as provided by the Sec-
retary. 

(3) The estimated annual operating 
cost for any other specified cycle type 
shall be the product of the following 
three factors, with the resulting prod-
uct then being rounded to the nearest 
dollar per year: 

(i) The representative average-use 
cycle of 365 cycles per year; 

(ii) The average per-cycle energy con-
sumption for the specified cycle type, 
determined according to appendix A of 
this subpart; and 

(iii) The representative average unit 
cost of electricity in dollars per kilo-
watt-hour as provided by the Sec-
retary. 

(4) The energy factor, expressed in 
cubic feet per kilowatt-hour per cycle, 
shall be: 

(i) For models without an anti-sweat 
heater switch, the quotient of: 

(A) The adjusted total volume in 
cubic feet, determined according to ap-
pendix A of this subpart, divided by— 

(B) The average per-cycle energy con-
sumption for the standard cycle in kil-
owatt-hours per cycle, determined ac-
cording to appendix A of this subpart, 
the resulting quotient then being 
rounded to the second decimal place; 
and 

(ii) For models having an anti-sweat 
heater switch, the quotient of: 

(A) The adjusted total volume in 
cubic feet, determined according to ap-
pendix A of this subpart, divided by— 

(B) Half the sum of the average per- 
cycle energy consumption for the 
standard cycle and the average per- 
cycle energy consumption for a test 
cycle type with the anti-sweat heater 
switch in the position set at the fac-
tory just before shipping, each in kilo-
watt-hours per cycle, determined ac-
cording to appendix A of this subpart, 
the resulting quotient then being 
rounded to the second decimal place. 

(5) The annual energy use, expressed 
in kilowatt-hours per year and rounded 
to the nearest kilowatt-hour per year, 
shall be determined according to ap-
pendix A of this subpart. 

(6) Other useful measures of energy 
consumption shall be those measures of 
energy consumption that the Secretary 
determines are likely to assist con-
sumers in making purchasing decisions 
which are derived from the application 
of appendix A of this subpart. 
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