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Department of Energy § 460.2 

air from conditioned space to 
unconditioned space. 

Door means an operable barrier used 
to block or allow access to an entrance 
of a manufactured home. 

Dropped ceiling means a secondary 
nonstructural ceiling, hung below the 
exterior ceiling. 

Dropped soffit means a secondary non-
structural ceiling that is hung below 
the exterior ceiling and that covers 
only a portion of the ceiling. 

Duct means a tube or conduit, except 
an air passage within a self-contained 
system, utilized for conveying air to or 
from heating, cooling, or ventilating 
equipment. 

Duct system means a continuous pas-
sageway for the transmission of air 
that, in addition to ducts, includes 
duct fittings, dampers, plenums, fans, 
and accessory air-handling equipment 
and appliances. 

Eave means the edge of the roof that 
overhangs the face of an exterior wall 
and normally projects beyond the side 
of the manufactured home. 

Equipment includes material, devices, 
fixtures, fittings, or accessories both in 
the construction of, and in the plumb-
ing, heating, cooling, and electrical 
systems of a manufactured home. 

Exterior ceiling means a ceiling that 
separates conditioned space from 
unconditioned space. 

Exterior floor means a floor that sepa-
rates conditioned space from 
unconditioned space. 

Exterior wall means a wall, including 
a skylight well, that separates condi-
tioned space from unconditioned space. 

Fenestration means vertical fenestra-
tion and skylights. 

Floor means a horizontal assembly 
that supports and forms the lower inte-
rior surface of a building or room upon 
which occupants can walk. 

Glazed or glazing means an infill ma-
terial, including glass, plastic, or other 
transparent or translucent material 
used in fenestration. 

Heated water circulation system means 
a water distribution system in which 
one or more pumps are operated in the 
service hot water piping to circulate 
heated water from the water heating 
equipment to fixtures and back to the 
water heating equipment. 

Insulation means material deemed to 
be insulation under 16 CFR 460.2. 

Manual means capable of being oper-
ated by personal intervention. 

Manufactured home means a struc-
ture, transportable in one or more sec-
tions, which in the traveling mode is 8 
body feet or more in width or 40 body 
feet or more in length or which when 
erected onsite is 320 or more square 
feet, and which is built on a permanent 
chassis and designed to be used as a 
dwelling with or without a permanent 
foundation when connected to the re-
quired utilities, and includes the 
plumbing, heating, air conditioning, 
and electrical systems contained in the 
structure. This term includes all struc-
tures that meet the above require-
ments except the size requirements and 
with respect to which the manufac-
turer voluntarily files a certification 
pursuant to 24 CFR 3282.13 and com-
plies with the construction and safety 
standards set forth in 24 CFR part 3280. 
The term does not include any self-pro-
pelled recreational vehicle. Calcula-
tions used to determine the number of 
square feet in a structure will be based 
on the structure’s exterior dimensions, 
measured at the largest horizontal pro-
jections when erected on site. These di-
mensions will include all expandable 
rooms, cabinets, and other projections 
containing interior space, but do not 
include bay windows. Nothing in this 
definition should be interpreted to 
mean that a manufactured home nec-
essarily meets the requirements of the 
U.S. Department of Housing and Urban 
Development Minimum Property 
Standards (HUD Handbook 4900.1) or 
that it is automatically eligible for fi-
nancing under 12 U.S.C. 1709(b). 

Manufacturer means any person en-
gaged in the factory construction or 
assembly of a manufactured home, in-
cluding any person engaged in import-
ing manufactured homes for resale. 

Opaque door means a door that is not 
less than 50 percent opaque in surface 
area. 

R-value (thermal resistance) means the 
inverse of the time rate of heat flow 
through a body from one of its bound-
ing surfaces to the other surface for a 
unit temperature difference between 
the two surfaces, under steady state 
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conditions, per unit area (h × ft2 × °F/ 
Btu). 

Rough opening means an opening in 
the exterior wall or roof, sized for in-
stallation of fenestration. 

Service hot water means supply of hot 
water for purposes other than comfort 
heating. 

Skylight means glass or other trans-
parent or translucent glazing material, 
including framing materials, installed 
at an angle less than 60 degrees (1.05 
rad) from horizontal, including unit 
skylights, tubular daylighting devices, 
and glazing materials in solariums, 
sunrooms, roofs and sloped walls. 

Skylight well means the exterior walls 
underneath a skylight that extend 
from the interior finished surface of 
the exterior ceiling to the exterior sur-
face of the location to which the sky-
light is attached. 

Solar heat gain coefficient (SHGC) 
means the ratio of the solar heat gain 
entering a space through a fenestration 
assembly to the incident solar radi-
ation. Solar heat gain includes directly 
transmitted solar heat and absorbed 
solar radiation that is then reradiated, 
conducted, or convected into the space. 

State means each of the 50 states, the 
District of Columbia, the Common-
wealth of Puerto Rico, Guam, the U.S. 
Virgin Islands, and American Samoa. 

Thermostat means an automatic con-
trol device used to maintain tempera-
ture at a fixed or adjustable set point. 

U-factor (thermal transmittance) means 
the coefficient of heat transmission 
(air to air) through a building compo-
nent or assembly, equal to the time 
rate of heat flow per unit area and unit 
temperature difference between the 
warm side and cold side air films (Btu/ 
h × ft2 × °F). 

Uo (overall thermal transmittance) 
means the coefficient of heat trans-
mission (air to air) through the build-
ing thermal envelope, equal to the 
time rate of heat flow per unit area and 
unit temperature difference between 
the warm side and cold side air films 
(Btu/h × ft2 × °F). 

Ventilation means the natural or me-
chanical process of supplying condi-
tioned or unconditioned air to, or re-
moving such air from, any space. 

Vertical fenestration means windows 
(fixed or moveable), opaque doors, 

glazed doors, glazed block and com-
bination opaque and glazed doors com-
posed of glass or other transparent or 
translucent glazing materials and in-
stalled at a slope of greater than or 
equal to 60 degrees (1.05 rad) from hori-
zontal. 

Wall means an assembly that is 
vertical or tilted at an angle equal to 
greater than 60 degrees (1.05 rad) from 
horizontal that encloses or divides an 
area of a building or room. 

Whole-house mechanical ventilation 
system means an exhaust system, sup-
ply system, or combination thereof 
that is designed to mechanically ex-
change indoor air with outdoor air 
when operating continuously or 
through a programmed intermittent 
schedule to satisfy the whole house 
ventilation rates. 

Window means glass or other trans-
parent or translucent glazing material, 
including framing materials, installed 
at an angle greater than 60 degrees 
(1.05 rad) from horizontal. 

Zone means a space or group of 
spaces within a manufactured home 
with heating or cooling requirements 
that are sufficiently similar so that de-
sired conditions can be maintained 
using a single controlling device. 

§ 460.3 Materials incorporated by ref-
erence. 

Certain material is incorporated by 
reference into this part with the ap-
proval of the Director of the Federal 
Register in accordance with 5 U.S.C. 
552(a) and 1 CFR part 51. To enforce 
any edition other than that specified in 
this section, the U.S. Department of 
Energy (DOE) must publish a document 
in the FEDERAL REGISTER and the ma-
terial must be available to the public. 
All approved material is available for 
inspection at DOE and at the National 
Archives and Records Administration 
(NARA). Contact DOE at: The U.S. De-
partment of Energy, Office of Energy 
Efficiency and Renewable Energy, 
Building Technologies Program, Sixth 
Floor, 950 L’Enfant Plaza SW, Wash-
ington, DC 20024, (202) 586–9127, 
Buildings@ee.doe.gov, https:// 
www.energy.gov/eere/buildings/building- 
technologies-office. For information on 
the availability of this material at 
NARA, email: fr.inspection@nara.gov, or 
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