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begin construction; provided that DOE 
may authorize the contractor to per-
form limited procurement and con-
struction activities without approval 
of a preliminary documented safety 
analysis if DOE determines that the ac-
tivities are not detrimental to public 
health and safety and are in the best 
interests of DOE. 

§ 830.207 DOE approval of safety basis. 
(a) With respect to a new Hazard Cat-

egory 1, 2, or 3 DOE nuclear facility or 
a major modification to an existing 
Hazard Category 1, 2, or 3 DOE nuclear 
facility, a contractor may not begin 
operation of the facility or modifica-
tion prior to the issuance of a safety 
evaluation report in which DOE ap-
proves the safety basis for the facility 
or modification. 

(b) Pending issuance of a safety eval-
uation report in which DOE approves 
an updated or amended safety basis for 
an existing Hazard Category 1, 2, or 3 
DOE nuclear facility, the contractor 
responsible for the facility must con-
tinue to perform work in accordance 
with the DOE-approved safety basis for 
the facility and maintain the existing 
safety basis consistent with the re-
quirements of this Subpart. 

APPENDIX A TO SUBPART B TO PART 
830—GENERAL STATEMENT OF SAFE-
TY BASIS POLICY 

A. Introduction 

This appendix describes DOE’s expecta-
tions for the safety basis requirements of 10 
CFR part 830, acceptable methods for imple-
menting these requirements, and criteria 
DOE will use to evaluate compliance with 
these requirements. This appendix does not 
create any new requirements and should be 
used consistently with DOE’s policy that 
work be conducted safely and efficiently and 
in a manner that ensures protection of work-
ers, the public, and the environment. 

B. Purpose 

1. The safety basis requirements of Part 830 
require the contractor responsible for a DOE 
nuclear facility to analyze the facility, the 
work to be performed, and the associated 
hazards and to identify the conditions, safe 
boundaries, and hazard controls necessary to 
protect workers, the public and the environ-
ment from adverse consequences. These 
analyses and hazard controls constitute the 
safety basis upon which the contractor and 
DOE rely to conclude that the facility can be 

operated safely. Performing work consistent 
with the safety basis provides reasonable as-
surance of adequate protection of workers, 
the public, and the environment. 

2. The safety basis requirements are in-
tended to further the objective of making 
safety an integral part of how work is per-
formed throughout the DOE complex. Devel-
oping a thorough understanding of a nuclear 
facility, the work to be performed, the asso-
ciated hazards and the needed hazard con-
trols is essential to integrating safety into 
management and work at all levels. Per-
forming work in accordance with the safety 
basis for a nuclear facility is the realization 
of that objective. 

C. Scope 

1. A contractor must establish and main-
tain a safety basis for a Hazard Category 1, 
2, or 3 DOE nuclear facility because these fa-
cilities have the potential for significant ra-
diological consequences. DOE–STD–1027 sets 
forth the methodology for categorizing a 
DOE nuclear facility based on the inventory 
of radioactive materials. 

2. Unlike the quality assurance require-
ments of Part 830 that apply to all DOE nu-
clear facilities, the safety basis requirements 
only apply to Hazard Category 1, 2, and 3 
DOE nuclear facilities and do not apply to 
nuclear facilities below Hazard Category 3. 

D. Integrated Safety Management 

1. The safety basis requirements are con-
sistent with integrated safety management. 
DOE expects that, if a contractor complies 
with the Department of Energy Acquisition 
Regulation (DEAR) clause on integration of 
environment, safety, and health into work 
planning and execution (48 CFR 970.5223–1, 
Integration of Environment, Safety and Health 
into Work Planning and Execution) and the 
DEAR clause on laws, regulations, and DOE 
directives (48 CFR 970.5204–2, Laws, Regula-
tions and DOE Directives), the contractor 
will have established the foundation to meet 
the safety basis requirements. 

2. The processes embedded in a safety man-
agement system should lead to a contractor 
establishing adequate safety bases and safety 
management programs that will meet the 
safety basis requirements of this Subpart. 
Consequently, the DOE expects if a con-
tractor has adequately implemented inte-
grated safety management, few additional 
requirements will stem from this Subpart 
and, in such cases, the existing safety basis 
prepared in accordance with integrated safe-
ty management provisions, including exist-
ing DOE safety requirements in contracts, 
should meet the requirements of this Sub-
part. 

3. DOE does not expect there to be any con-
flict between contractual requirements and 


		Superintendent of Documents
	2025-06-27T16:18:52-0400
	Government Publishing Office, Washington, DC 20401
	U.S. Government Publishing Office
	Government Publishing Office attests that this document has not been altered since it was disseminated by Government Publishing Office




