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Environmental Protection Agency § 63.1035 

(c) Emergency shutdown exemption. 
Open-ended valves or lines in an emer-
gency shutdown system that are de-
signed to open automatically in the 
event of a process upset are exempt 
from the requirements of paragraph (b) 
of this section. 

(d) Polymerizing materials exemption. 
Open-ended valves or lines containing 
materials that would autocatalytically 
polymerize or, would present an explo-
sion, serious overpressure, or other 
safety hazard if capped or equipped 
with a double block and bleed system 
as specified in paragraph (b) of this sec-
tion are exempt from the requirements 
of paragraph (b) of this section. 

§ 63.1034 Closed vent systems and con-
trol devices; or emissions routed to 
a fuel gas system or process stand-
ards. 

(a) Compliance schedule. The owner or 
operator shall comply with this section 
no later than the compliance date spec-
ified in the referencing subpart. 

(b) Compliance standard. (1) Owners or 
operators routing emissions from 
equipment leaks to a fuel gas system 
or process shall comply with the provi-
sions of subpart SS of this part, except 
as provided in § 63.1002(b). 

(2) Owners or operators of closed vent 
systems and control devices used to 
comply with the provisions of this sub-
part shall comply with the provisions 
of subpart SS of this part and (b)(2)(i) 
through (b)(2)(iii) of this section, ex-
cept as provided in § 63.1002(b). 

(i) Nonflare control devices shall be 
designed and operated to reduce emis-
sions of regulated material vented to 
them with an efficiency of 95 percent or 
greater, or to an exit concentration of 
20 parts per million by volume, which-
ever is less stringent. The 20 parts per 
million by volume standard is not ap-
plicable to the provisions of § 63.1016. 

(ii) Enclosed combustion devices 
shall be designed and operated to re-
duce emissions of regulated material 
vented to them with an efficiency of 95 
percent or greater, or to an exit con-
centration of 20 parts per million by 
volume, on a dry basis, corrected to 3 
percent oxygen, whichever is less strin-
gent, or to provide a minimum resi-
dence time of 0.50 seconds at a min-
imum temperature of 760 °C (1400 °F). 

(iii) Flares used to comply with the 
provisions of this subpart shall comply 
with the requirements of subpart SS of 
this part. 

§ 63.1035 Quality improvement pro-
gram for pumps. 

(a) Criteria. If, on a 6-month rolling 
average, at least the greater of either 
10 percent of the pumps in a process 
unit or affected facility (or plant site) 
or three pumps in a process unit or af-
fected facility (or plant site) leak, the 
owner or operator shall comply with 
the requirements specified in para-
graphs (a)(1) and (a)(2) of this section. 

(1) Pumps that are in food and med-
ical service or in polymerizing mon-
omer service shall comply with all re-
quirements except for those specified 
in paragraph (d)(8) of this section. 

(2) Pumps that are not in food and 
medical or polymerizing monomer 
service shall comply with all of the re-
quirements of this section. 

(b) Exiting the QIP. The owner or op-
erator shall comply with the require-
ments of this section until the number 
of leaking pumps is less than the great-
er of either 10 percent of the pumps or 
three pumps, calculated as a 6-month 
rolling average, in the process unit or 
affected facility (or plant site). Once 
the performance level is achieved, the 
owner or operator shall comply with 
the requirements in § 63.1026. 

(c) Resumption of QIP. If, in a subse-
quent monitoring period, the process 
unit or affected facility (or plant site) 
has greater than either 10 percent of 
the pumps leaking or three pumps 
leaking (calculated as a 6-month roll-
ing average), the owner or operator 
shall resume the quality improvement 
program starting at performance 
trials. 

(d) QIP requirements. The quality im-
provement program shall meet the re-
quirements specified in paragraphs 
(d)(1) through (d)(8) of this section. 

(1) The owner or operator shall com-
ply with the requirements in § 63.1026. 

(2) Data collection. The owner or oper-
ator shall collect the data specified in 
paragraphs (d)(2)(i) through (d)(2)(v) of 
this section and maintain records for 
each pump in each process unit or af-
fected facility (or plant site) subject to 
the quality improvement program. The 
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